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13.1200.01 Audi 50 1.1 eng.HB,HC 74-78  88°C 38 
13.3200.01 Audi 50 1.3 eng.HH 79-82  92°C 38A 
11.1100.01 Audi 60 1.3,1.5 67-72  82°C 29 
11.1100.01 Audi 75 1.6 67-72  82°C 29 
11.2120.01 Audi 80 Avant  1.3 EP 08/81-07/76 88°C 29E 
11.2120.01 Audi 80 Avant  1.4 SE 09/86-07/88 88°C 29E 
13.3200.01 Audi 80 1.3 eng. FY, FZ 09/78-07/81  92°C 38A 
11.1100.01 Audi 80 1.3 eng. ZA, ZF 05/72-07/78  82°C 29 
11.2110.01 Audi 80 1.3 eng. EP 08/81-07/86 88°C 29D 
11.2110.01 Audi 80 1.4 eng. SE 09/86-07/88 88°C 29D 
11.1120.01 Audi 80 1.5 eng.ZB,ZC,YC 73-76  82°C 29B 
11.2100.01 Audi 80 1.6 eng.YN,YP,YT,XX 09/75-07/83  88°C 29C 
11.2100.01 Audi 80 1.6 eng. YG, YH, YK 08/77-07/80  88°C 29C 
11.2100.01 Audi 80 1.6 eng. WP, WV, WVA, WY, WZ 08/78-07/83  88°C 29C 
11.2100.01 Audi 80 1.6 eng. YW, YY, YZ 09/78-07/82  88°C 29C 
11.2100.01 Audi 80 1.6 eng. DT, DTA, JU 08/83-08/86  88°C 29C 
11.2100.01 Audi 80 1.6 eng. PP, SA 09/86-08/91  88°C 29C 
11.2100.01 Audi 80 1.6 eng. ABB, ABM, ADA 08/90-07/95  88°C 29C 
11.2100.01 Audi 80 1.6 Avant eng. ABB, ADA 08/92-05/93  88°C 29C 
11.2120.01 Audi 80 1.6 Diesel eng. CR, JK 08/81-07/89  88°C 29E 
11.2120.01 Audi 80 1.6 Turbo Diesel  eng. CY, RA, SB 02/82-07/91  88°C 29E 
11.2100.01 Audi 80 1.7 eng. WT 08/80-07/83  88°C 29C 
11.2100.01 Audi 80 1.8 eng. JN, JV, DD, DS, NE, DZ, 

MU, PV,  JV, MU, SF, SJ, SK, RU, PM 
83-92  88°C 29C 

12.2100.01 Audi 80 1.9 eng. WN,SD 81-83  88°C 33B 
11.2100.01 Audi 80 1.9 Diesel, TDi eng. 1Y 89-94  88°C 29C 
12.2100.01 Audi 80 2.0 eng.SK,JS,HP 83-84  88°C 33B 
11.2100.01 Audi 80 2.0 16V eng. 3A 86-94  88°C 29C 
12.2100.01 Audi 80 2.1 (5 cyl.) 83-85  88°C 33B 
12.2100.01 Audi 80 2.2, 2.3 (5 cyl.)   88°C 33B 
12.2100.01 Audi 80 2.2i S2 20V Turbo 

(-ch.8CP300000) eng. ABY,ADU 
93-95  88°C 33B 

12.2100.01 Audi 80 2.3i eng.NF,NG  91-95  88°C 33B 
12.2100.01 Audi 80 2.6i V6 eng.AAG  92-95  88°C 33B 
12.2100.01 Audi 80 2.8i V6 eng.AAH  91-95  88°C 33B 
11.2100.01 Audi 80 Quattro 1.6 84-94  88°C 29C 
11.2100.01 Audi 80 Quattro 1.8  eng. PV 84-94  88°C 29C 
11.2100.01 Audi 80 Quattro 1.9 eng. SD 86-88  88°C 29C 
11.2100.01 Audi 80 Quattro 2.0 eng. 3A 88-94  88°C 29C 
11.2100.01 Audi 90 1.6 Turbo Diesel  eng. CY,RA,SB 84-92  88°C 29C 
11.2100.01 Audi 90 1.8i 84-95  88°C 29C 
12.2110.01 Audi 90 2.0i (5 cyl.) eng.HP,JS,PS 84-95  88°C 33C 
12.2110.01 Audi 90 2.2i eng.KV 84-95  88°C 33C 
12.2110.01 Audi 90, 90 Quattro 2.3i eng.NG 87-95  88°C 33C 

                     AUDI 
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12.2110.01 Audi 90, 90 Quattro 2.3i 20V eng.7A 87-95  88°C 33C 
12.2110.01 Audi 90 Quattro 2.2 eng.KV 87-95  88°C 33C 
11.2100.01 Audi 100 4 cyl. 78-  88°C 29C 
11.2100.01 Audi 100 1.6 eng. YS,YY 67-78  88°C 29C 
11.2100.01 Audi 100 1.6 eng. YV 78-84  88°C 29C 
11.2100.01 Audi 100 1.8  67-78  88°C 29C 
12.2100.01 Audi 100 1.8 (5 cyl.) eng.HB  88-94  88°C 33B 
11.2100.01 Audi 100 1.8 eng. DR,DS.,SH 78-87  88°C 29C 
12.2100.01 Audi 100  2.0 eng.SL,AAE 88-94  88°C 33B 
12.2100.01 Audi 100  2.2 E,  

Quattro 2.2 E eng.WC,KF,KW 
84-94  88°C 33B 

12.2100.01 Audi 100  2.2 Turbo,  
Quattro 2.2 Turbo eng.MC

86-91  88°C 33B 

12.2100.01 Audi 100 2.3 E, Quattro 2.3E eng.NF 84-94  88°C 33B 
12.2100.01 Audi 100 2.4,2.5 Turbo Diesel 84-94  88°C 33B 
12.2100.01 Audi 100 Avant 2.0 (5 cyl.) 84-94  88°C 33B 
12.2100.01 Audi 100 Avant 2.0 Diesel 84-94  88°C 33B 
12.2100.01 Audi 100 Quattro 1.8 eng.PH,SH,4B  85-94  88°C 33B 
12.2100.01 Audi 100 2.0, 2.4, 2.5 D,TD -84  88°C 33B 
12.2100.01 Audi 200 2.1 (5cyl.) eng.WC 80-88  88°C 33B 
12.2100.01 Audi 200 2.2 eng.WC,WJ,KU 79-88  88°C 33B 
12.2100.01 Audi 200 2.2i Turbo eng.JY,KG 83-94  88°C 33B 
12.2100.01 Audi 200 2.3i Turbo  85-94  88°C 33B 
12.2100.01 Audi 200 Avant Quattro 2.2i, Quattro 2.2i 

eng.KG
83-87  88°C 33B 

12.2100.01 Audi 200 Avant Quattro 2.3i, Quattro 2.3i 
eng.MC,3B

85-91  88°C 33B 

14.1200.01 A 3 1.6i eng. AEH,AKL 96-  88°C 42 
11.5200.01 32
14.1200.01 A 3 1.8 20V eng. AGN 9/96-  88°C 42
11.5200.01 A 3 1.8i eng. AGN 96-  88°C 32 
14.1200.01 A 3 1.8i 20V Turbo eng.ADR,AGU 96-  88°C 42 
11.5200.01 32
11.2100.01 A 3 1.9 Turbo Diesel, TDi

eng. AGR,AHF,ALH 
96-  88°C 29C

14.1200.01 A 4 1.6 eng. ADP,AHL, AEF 94-  88°C 42 
11.5200.01 32
14.1200.01 A 4 1.8 20V  eng. ADR, AEB 94-  88°C 42
11.5200.01    32 
14.1200.01 A 4 1.8 20V Turbo eng. AEB 94-  88°C 42 
11.2100.01 A 4 1.9 Turbo Diesel eng. 1Z, AFN 94-  88°C 29C 
14.1200.01 A 4 Quattro 1.8 eng. ADR, AEB 94-  88°C 42 
11.5200.01 32
14.1200.01 A 6 1.8E 20V eng. ACE 7/95-  88°C 42
11.2100.01 A 6 1.8i eng. ACE 94-  88°C 29C 
11.2100.01 A 6 1.9 Turbo Diesel eng. 1Z 94-  88°C 29C 
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11.2120.01 A 6 2.0i eng. ABK,ADW,AAE,ACE 94-  88°C 29E 
12.2100.01 A 6 2.4i V6 97-  88°C 33B 
12.2100.01 A 6 2.5 Turbo Diesel, Avant 2.5 Turbo 

Diesel eng.AAT,AEL 
94-  88°C 33B 

11.2100.01 A 6 Avant 1.9 Turbo Diesel eng.1Z 94-  88°C 29C 
11.2100.01 Cabriolet 1.8i eng. ADR 94-  88°C 29C 
11.2100.01 Cabriolet 2.0i eng. ABK 94-  88°C 29C 
11.2100.01 Coupe 1.6 eng. YN 81-84  88°C 29C 
11.2100.01 Coupe 1.8 eng. DD,DS,DZ,JN, JV,PV 81-94  88°C 29C 
12.2100.01 Coupe 1.9 eng. WH 81-83  88°C 33B 
12.2100.01 Coupe 2.0 (5 cyl.) eng. HP,JS 82-94  88°C 33B 
12.2100.01 Coupe 2.2 (5 cyl.) eng. KE,KL 82-94  88°C 33B 
12.2100.01 Coupe 2.3 eng. KV,NG 89-94  88°C 33B 
12.2100.01 Coupe Quattro 2.2 eng. HY,KV 84-88  88°C 33B 
12.2100.01 Coupe Quattro 2.2 S2 eng. ABY 90-  88°C 33B 
12.2100.01 Coupe Quattro 2.3 eng. KV,NG 89-94  88°C 33B 
12.2100.01 4000-S 1.8 84-  88°C 33B 
12.1100.01 4000 S/CS Quattro,4000SE,5+5     5 cyl. 80-85  82°C 33 
11.1100.01 4000 Diesel,Turbo Diesel 82-83  82°C 29 
12.2100.01 5000 2.2 S,CS,Turbo eng. CN 79-85  88°C 33B 
11.1100.01 Fox 1.5, 1.6 73-79  82°C 29 

AUSTIN … ROVER 

Patrz ROVER (See ROVER)

AUTOBIANCHI

11.5200.01 A112, A112E, A112 Abarth -9/72 88°C 32 
11.5200.01 Primula 1100  88°C 32 
02.2100.01 1.0 Touring   156A.000 07/85-12/88 82°C 14A 
02.2100.01 1.0 Turbo      156A1.000 07/85-12/88 82°C 14A 

     MI-003 Y10 - 1.0 4WD   156A2.000 01/89-02/92 87°C 59A 
     MI-003 Y10 - 1.0    156A2.000 01/89-02/92 87°C 59A 
     MI-003 Y10 - 1.1  4WD/Touring   156C.000 01/89-12/94 87°C 59A 
     MI-003 Y10 - 1.1  4WD    176B2.000 01/95-10/95 87°C 59A 

BARKAS

13.2200.01 1000  80°C 39 
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BIELAZ

16.7100.01 JAMZ  8424  80°C 51 
16.7100.02 JAMZ  8424  87°C 51A 

BEDFORD

13.1200.01 Astra Van 1300 1.3 82- 88°C 38 
11.6200.01 Blitz Benzine 73-86 88°C 32A 
11.6200.01 CF Van 1599,1759,1975,2279 Benzine 69- 88°C 32A 
11.1100.01 CF Van G.M 2.0,2.1,2.3 76- 82°C 29 
11.6200.01 Chevenne 76-82 88°C 32A 
11.6200.01 HAE, HAV (92000 series),Beagle 64-84 88°C 32A 
11.6200.01 HA Van (Economy eng.)Benzine 80-84 88°C 32A 
11.6200.01 HA Van (Af.ch;2040563)Benzine -83 88°C 32A 
02.0001.02 Series 60 TK (381 cu.in.)Diesel,

70 TK,VA (466 cu.in.)Diesel 
 82°C 8A 

BERLIET

12.4100.01 Trucks:190,GC190,GF190,GR190 
GLR200,GR230, 950KBT,
950KBT 6A, 950KBT 6B, 950KBT 6C,  
GC,GF,GL,TR14,TRS14,TR100

 82°C 34A 

12.4100.01 Engines:M 620-30,M 620x30, 
MID 620x30,MI 620-30,MIS 620-30 
MID 06 2030 

 82°C 34A 

BMW

12.2100.01 316i 1.6 (E30) eng.M40B16 88-91 88°C 33B 
12.2100.01 316i 1.6 Touring (E30) eng.M40B16 9/91-6/94 88°C 33B 
12.2100.01 316i 1.6,1.6e (E36) eng.M40B16 91-95 88°C 33B 
12.2100.01 316i 1.6 Compact (E36) eng.M40B16 3/94-95 88°C 33B 
12.2100.01 316i 1.6i Coupe (E36) eng.M40B16 93-95 88°C 33B 
12.2100.01 318i 1.8i (E30) eng.M40B18 9/87-12/91 88°C 33B 
12.2100.01 318i 1.8 Cabrio (E30) eng.M40B18 9/90-10/93 88°C 33B 
12.2100.01 318i 1.8 Touring (E30) eng.M40B18 4/89-6/94 88°C 33B 
12.2100.01 318is 1.8 16V (E30) eng.M42B18 10/89-8/91 88°C 33B 
12.2100.01 318i 1.8i (E36) eng.M40B18 91-95 88°C 33B 
12.2100.01 318i 1.8i (E36) eng.M43B18 

(11531721002)
91-95 88°C 33B 

12.2100.01 318i Cabrio 1.8 (E36) eng.M43B18 
(11531721002)

94-95 88°C 33B 

12.2100.01 318is 1.8 16V (E36) eng.M42B18 3/93-12/95 88°C 33B 
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12.2100.01 318is Coupe 1.8 (E36) eng.M43B18 
(11531721002)

3/92-12/95 88°C 33B 

12.2100.01 318tds 1.8 Turbo Diesel  eng.M41D 94- 88°C 33B 
12.2100.01 318ti Compact 1.8 (E36) eng.M42B18 

(11531721002)
11/94-12/95 88°C 33B 

12.4100.01 320/6 2.0 (6 cyl.) 77-82 82°C 34A 
12.4100.01 320i 2.0 (E30) eng.M20B20 9/82-12/85 82°C 34A 
12.1100.01 320i 2.0 (E30) eng.M20B20 1/86-6/91 82°C 33 
12.1100.01 320i Cabrio 2.0 (E30) eng.M20B20 9/87-10/93 82°C 33 
12.1100.01 320i Touring 2.0 (E30) eng.M20B20 1/88-12/91 82°C 33 
12.1100.01 320i 2.0 (E36) eng.M50B20 9/90- 82°C 33 
12.1100.01 320i Cabrio 2.0 (E36) eng.M50B20 12/93- 82°C 33 
12.1100.01 320i Coupe 2.0 (E36) eng.M50B20 3/92- 82°C 33 
12.1100.01 320i Touring 2.0 (E36) eng.M50B20 1/95- 82°C 33 
12.2100.01 320i 24V 2.0 (E36) eng.M52B20 9/90- 88°C 33 B 
12.1100.01 323i 2.3 (E21) eng.M60.EZ 1/78-8/82 82°C 33 
12.1100.01 323i 2.3 (E30) eng.M20B23 9/82-8/86 82°C 33 
12.1100.01 323i 2.5(E36) eng.M52B25 3/95- 82°C 33 
12.4100.01 324td Touring (E30) eng.M21D24 1/88-6/93 82°C 34A 
12.4100.01 324d (E30) eng.M21D24 9/85-8/91 82°C 34A 
12.4100.01 324td, 324 td A (E30) eng.M21D24 9/87-8/91 82°C 34A 
12.1100.01 325 2.5 (E30) eng.M20B25 6/88- 82°C 33 
12.1100.01 325e 2.7 (E30) eng.M20B27  10/83-12/88 82°C 33 
12.1100.01 325i 2.5 (E30) eng.M20B25 9/85-6/91 82°C 33 
12.1100.01 325i Cabrio 2.5 (E30) eng.M20B25 12/85-10/93 88°C 33C 
12.1100.01 325i X Allrad 2.5 (E30) eng.M20B25 3/86-8/91 82°C 33 
12.1100.01 325i, i X Touring 2.5 (E30) eng.M20B25 7/87-10/93 82°C 33 
12.1100.01 325i 2.5 (E36) eng.M50B25 9/90- 82°C 33 
12.1100.01 325i Cabrio 2.6 (E36) eng.M50B25 3/93- 82°C 33 
12.1100.01 325i Coupe 2.5 (E36) eng.M50B25 3/92- 82°C 33 
12.2100.01 325i 2.5 24V (E36) eng.M50B25 12/90-7/95 88°C 33B 
12.2100.01 328i 2.8 24V (E36) eng.M52B28 1/95- 88°C 33B 
12.2100.01 518i 1.8 (E34) eng.M40B18 9/89- 88°C 33B 
12.2100.01 518i 1.8 (E34) eng.M43B18 8/89-12/95 88°C 33B 
12.1100.01 520 2.0 (E12) eng.M60 8/77-5/81 82°C 33 
12.1100.01 520i 2.0 (E28) eng.M20B20 4/81-8/90 82°C 33 
12.1100.01 520i 2.0 (E34) eng.M20B20 3/88-4/90 82°C 33 
12.2100.01 520i 2.0 24V eng.M50B20 3/90- 88°C 33B 
12.1100.01 524d,td 2.4 (E28) eng.M21D24 11/82-8/88 82°C 33 
12.1100.01 525e 2.7 (E28) eng.M20B27 10/84-8/88 82°C 33 
12.1100.01 525i 2.7 (E28) eng.M30B25 6/81-12/87 82°C 33 
12.1100.01 525i 2.5 (E34) eng.M20B25 2/88-6/90 82°C 33 
12.1100.01 525i Auto 2.5 (E34) eng.M20B25 2/88-6/90 82°C 33 
12.1100.01 525i 2.5 24V (E34) eng.M50B25 9/89- 82°C 33 
12.1100.01 525i 2.5 Touring (E34) eng.M50B25 11/91- 82°C 33 
12.1100.01 525iX 2.5 24V (E34) eng.M50B25 10/92- 82°C 33 
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12.1100.01 525iX 2.5 Touring (E34) eng.M50B25 2/92- 82°C 33 
12.1100.01 530i 3.0 (E34) eng.M30B30 1/88-8/91 82°C 33 
12.1100.01 535i 3.4 (E34) eng.M30B35, M30B34 1/88- 82°C 33 
12.1100.01 628 CSi 2.8 (E24) eng.M30B28 9/85-8/87 82°C 33 
12.1100.01 635 CSi/A 3.4 (E24) eng.M30B35 8/85-5/89 82°C 33 
12.1100.01 728i 2.8 (E23) eng.M30B28 8/85-8/86 82°C 33 
12.1100.01 730iL 3.0 (E32) eng.M30B30 12/86-9/94 82°C 33 
12.1100.01 732i 3.2 (E23) eng.M30B32 8/85-8/86 82°C 33 
12.1100.01 733i 3.2 (E23) eng.M30B32 8/85-8/86 82°C 33 
12.1100.01 735i 3.2 (E23) eng.M30B35 8/85-10/86 82°C 33 
12.1100.01 735i.L 3.4 (E32) eng.M30B35 9/86-9/92 82°C 33 
12.1100.01 745i 3.4 (E23) eng.M30B34 8/85-8/86 82°C 33 
12.2100.01 Compact 1.6i eng.M40B16 94-95 88°C 33B 
12.1100.02 M5 3.5 (E34) eng.S38B36 10/88- 80°C 33A 
12.1100.01 Z1 2.5 eng.M20B25 11/88-6/91 82°C 33 

BUICK

13.1200.01 2.0 (121 cu.in.eng.)(P) 4-cyl. 82-86 88°C 38 
13.1200.01 2.0 (121 cu.in.eng.)(B) 4-cyl. 83-84 88°C 38 
13.1200.01 1.8 (112 cu.in.eng.)(G) 4-cyl. 82 88°C 38 
02.0001.02 3.8 (231 cu.in.eng.)(9) 6-cyl. 84-86 82°C 8A 
13.1200.01 2.8 (173 cu.in.eng.)(W) 6-cyl. 85 88°C 38 
02.0001.02 3.8 (231 cu.in.eng.)(3) 6-cyl. 79-85 82°C 8A 
02.0001.02 4.3 (260 cu.in.eng.)(T) Diesel 6-cyl. 82-85 82°C 8A 
02.0001.02 3.2 (198 cu.in.eng.) 6-cyl. 

3.7 (225 cu.in.eng.) 6-cyl. 
62-67 82°C 8A 

CADILLAC

13.1200.01 2.0 (121 cu.in.eng.)(P) 4-cyl. 83-86 88°C 38 
13.1200.01 2.0 (121 cu.in.eng.)(B) 4-cyl. 83-84 88°C 38 
13.1200.01 1.8 (112 cu.in.eng.)(G) 4-cyl. 82 88°C 38 
13.1200.01 2.8 (173 cu.in.eng.)(W) 6-cyl. 85-86 88°C 38 
02.0001.02 4.3 (260 cu.in.eng.)(T) Diesel 6-cyl. 84-85 82°C 8A 
02.0001.02 7.0 (429 cu.in.eng.) 8-cyl. 64-67 82°C 8A 
02.0001.02 6.4 (390 cu.in.eng.) 8-cyl. 63 82°C 8A 
02.0001.02 4.5, 5.0, 5.7 8-cyl. 76- 82°C 8A 

CHRYSLER

15.1200.03 Neon 2.0 16V eng. ECB 01/93- 87°C 46B 
15.1200.03 New Yorker 3.5 V6 eng. EGE 04/92-10/95 87°C 46B 
15.1200.03 Vision 3.5 V6 eng. EGE 04/92-10/95 87°C 46B 
15.1200.03 Voyager 2.5i V6 eng. EDM 03/91-10/95 87°C 46B 
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15.1200.03 Voyager 2.5  V6 eng. EDM 03/91-10/95 87°C 46B 
15.1200.03 Voyager 3.0        eng. EFA 03/89-02/91 87°C 46B 
15.1200.03 Voyager 3.3i/4WD        eng. EGA 03/89-07/89 87°C 46B 

CHEVROLET

02.0001.02 1.5 (6),(7),(9) Spectrum 4-cyl. 86-90 82°C 8A 
02.0001.02 1.5 Diesel 4-cyl. 85-86 82°C 8A 
13.1200.01 2.0 (122 cu.in.eng.)(P) 4-cyl. 83-86 88°C 38 
13.1200.01 2.8 (173 cu.in.eng.)(S) 6-cyl. 87-88 88°C 38 
13.1200.01 2.8 (173 cu.in.eng.)(S),(W) 6-cyl. 85-86 88°C 38 
13.1200.01 2.8 (173 cu.in.eng.)(1) 6-cyl. 82-84 88°C 38 
02.0001.02 4.3 (260 cu.in.eng.)(V) Diesel 6-cyl 82-84 82°C 8A 
13.1200.01 Lacetti 1.4 16V,  1.6 16V 09/03- 88°C 38 
18.1200.01 Aveo 1.2 09/03- 82°C 53 
13.1200.01 Aveo 1.4 09/03 88°C 38 

CHEVROLET LIGHT TRUCKS 

13.1200.01 2.0 (121 cu.in.eng.) S-10,T-10  4-cyl. 83-85 88°C 38 
13.1200.01 2.8 (173 cu.in.eng.) (R) w/EFI  6-cyl. 86-89 88°C 38 
13.1200.01 2.8 (173 cu.in.eng.)(1),(B) 6-cyl. 83-85 88°C 38 

CITROEN

11.3200.01 AX 10 E,RE,TRE,GTE  (7910014390) -12/89 82°C 30 
14.2200.01 AX 10 E,RE,TRE,GTE  

eng.C1A, TU9 (7910011880)  
09/86-04/93 88°C 43 

14.2200.01 AX10 1.0 Van eng 
.C1A (7910011880) 

87- 88°C 43 

14.2200.01 AX 1,0  TU9 09/86- 88°C 43 
14.2200.01 AX 1.0i Cat., Spot eng.C1A,TU9 

(7910011880)
04/92- 88°C 43 

11.3200.01 AX 11 E,RE,TRE,TRS,GT,TGE 
eng.H1A,TU1 (7910014390) 

87-89 82°C 30 

14.2200.01 AX 11 E,RE,TRE,TRS,GT,TGE 
eng.H1A,TU1 (7910011880) 

09/86-04/93 88°C 43 

14.2200.01 AX11 1.1 Van eng.K9A (7910011880) 87- 88°C 43 
14.2200.01 AX 1.1i Cat.,TZX eng.H1A,TU1 

(7910011880)
91-94 88°C 43 

14.2200.01 AX 1.3 Sport eng.M4A,TU2  
(7910011880)

87- 88°C 43 

14.2200.01 AX 1,4 TU3 10/86- 88°C 43 
11.3200.01 AX 14 TRS,TZS,GT,GTI eng.K2A,K2B,TU3 

(7910014390)
09/87-12/89 82°C 30 
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14.2200.01 AX 14 TRS,TZS,GT,GTI eng.K2A,K2B,TU3 
(7910011880)

88-92 88°C 43 

14.2200.01 AX 1.4i GTi eng.K2A,K2B,TU3 92- 88°C 43 
11.3200.01 Axel 1.1 eng.109K 84-88 82°C 30 
11.3200.01 Axel 1.3 eng.G13,646EC 86- 82°C 30 
11.3200.01 BX 1.1,TE eng.109LA,XW7 (7910014390) 82-88 82°C 30 
14.2200.01 BX 1.1 eng.H1A,XW7,TU1 88-93 88°C 43 
11.3200.01 BX 14 E,RE,TGE,eng.150A,C,TU 

(7910014390)
83-93 82°C 30 

14.2200.01 BX 1.4i TGE,TZE,Cat.Break TGE 
eng.150A,C,TU (7910011880) 

83-93 88°C 43 

14.2200.01 BX 1,1 XW7, TU1 04/88-07/91 88°C 43 
14.2200.01 1,4 XY6 04/88-07/91 88°C 43 
14.2200.01 1,4 TU3 12/86- 88°C 43 
11.3200.01 BX 16 TRS,RS,TGS,1.6i eng.XU5 83-93 82°C 30 
11.3200.01 BX 1.9 TRS,TRI,TZI,GTI,Sport,

1.9i 8V eng.D2,159 (XU9) 
83-93 82°C 30 

11.3200.01 BX GTI 16S 87- 82°C 30 
14.2210.01 BX 4x4  XUD9 87-89 82°C 43A 
02.2120.01 BX  1.7 D/TD 88- 82°C 14C 
02.2120.01 Berlingo 1.8D XUD7 96- 82°C 14C 
02.2120.01 Berlingo  1.9D XUD9 96- 82°C 14C 
02.2120.01 Berlingo  1.9D DW8 98- 82°C 14C 
02.2120.01 Berlingo 2.0 HDI  DW10 99- 82°C 14C 
14.2200.01 Evasion 2.0i 8V eng.XU10J2 94- 88°C 43 
11.3200.01 Evasion 2.0i Turbo eng.RGX 94- 82°C 30 
02.2120.01 Evasion 1,9TD 94- 82°C 14C 
11.3200.01 Evasion 2.0i Automatik 94- 82°C 30 
11.3200.01 LN, LNA 0.6 78-82 82°C 30 
11.3200.01 LN 10 1.0 eng.108C 84- 82°C 30 
11.3200.01 LN 11 1.1E,RE eng.109 82- 82°C 30 
11.3200.01 LNA 10 1.0 eng.108C 84- 82°C 30 
11.3200.01 LNA 11 1.1E,RE eng.109 82- 82°C 30 
14.2200.01 Saxo 1.0i eng.TU9,CDZ 96- 88°C 43 
14.2200.01 Saxo 1.1i eng.TU1,HDZ 96- 88°C 43 
14.2200.01 Saxo 1.4i eng.TU3,KDX 96- 88°C 43 
14.2200.01 Saxo 1.6i eng.TU5,BDY 96- 88°C 43 
14.2200.01 Saxo 1.6i 16V eng.TU5JP4 96- 88°C 43 
11.3200.01 Visa I 0.6 eng.V 06/630 79-81 82°C 30 
11.3200.01 Visa II Club 0.6 eng. V 06/665 81- 82°C 30 
11.3200.01 Visa 10E 78- 82°C 30 
11.3200.01 Visa 1.0 eng.108 82-87 82°C 30 

11.3200.01 Visa 10 eng.XV8 11/83-87 82°C 30 

11.3200.01 Visa 11 E,RE,RL,Super L,LX 9/78- 82°C 30 
11.3200.01 Visa 1.1 eng.109 79-89 82°C 30 
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11.3200.01 Visa I 1.1 Super, E eng.109/5 -3/81 82°C 30 

11.3200.01 Visa II 11E,RE 3/81- 82°C 30 
11.3200.01 Visa 11 eng.XW7 7/83- 82°C 30 
11.3200.01 Visa 1.1Cabrio   7/83- 82°C 30 

11.3210.01 Visa II 1.2,Super X eng.129/5 79-82 82°C 30A 
11.3200.01 Visa II 14RS,TRS,GT eng.150D,B 82- 82°C 30 
11.3200.01 Visa 14 eng. XY7 82-87 82°C 30 
11.3200.01 Visa 14 GTI,Super eng. XU5 82-86 82°C 30 
11.3200.01 Visa 1.6 GTI eng.180A-XU5J 85- 82°C 30 
14.2200.01 Xantia 1,6 XU5 08/93-04/97 88°C 43B 
14.2200.01 Xantia 1.6i X eng.XU5J 93- 88°C 43B 
14.2200.01 Xantia 1.8i 8V X,SX, 

Break SX eng.XU7J 
93-96 88°C 43B 

11.3200.01 Xantia 1.8i 8V Automat.SX, 
Break SX Plus, eng.XU7J 

96- 82°C 30 

14.2200.01 Xantia 2.0i 8V SX eng.XU10J2 93-95 88°C 43 
11.3200.01 Xantia 2.0i 8V Automat.VSX, Break VSX 

eng.XU10J2 
95- 82°C 30 

14.2200.01 XM 2.0 eng.R2A,R6A,XU10J 5/89-6/97 88°C 43 
11.3200.01 XM 2.0i eng.R2A,R6A,XU10J 11/89- 82°C 30 
14.2200.01 Xsara 1.4 eng.TU3 97- 88°C 43 
14.2210.02 Xsara 1.6 eng.TU5 97- 88°C 43 
11.3200.01 Xsara 1.8i 8V eng.XU7J 97- 82°C 30 
02.2120.01 Xsara 1.9D, 1.9SD 98- 82°C 14C 
02.2120.01 Xsara 2.0 HDI 00- 82°C 14C 
02.2120.01 Xsara Picasso 2.0 HDI 99- 82°C 14C 
14.2200.01 ZX 1.1 eng.H1A,HDZ 91- 88°C 43 
14.2200.01 ZX 1.1 eng.TU1 3/91-6/97 88°C 43 
14.2200.01 ZX 1.4 eng.K2D,KDY 91-92 88°C 43 
14.2200.01 ZX 1.4 eng.TU3 3/91-6/97 88°C 43 
14.2200.01 ZX 1.4i eng.K2D,KDY 92- 88°C 43 
14.2200.01 ZX 1.6i eng.XU5 3/91-6/97 88°C 43 
11.3200.01 ZX 1.6i eng.XU5 9/92-6/97 82°C 30 
14.2200.01 ZX 1.8i eng.XU7 9/92-6/97 88°C 43 
11.3200.01 ZX 1.8i eng.XU7 9/92-6/97 82°C 30 
14.2200.01 ZX 1.9i eng.XU9 3/91-8/92 88°C 43 
11.3200.01 ZX 1.9i eng.XU9 9/92-8/93 82°C 30 
14.2200.01 ZX 2.0i 8V Volcane eng.XU10J2 91- 88°C 43 
02.2120.01 C 15  1.7D    92- 82°C 14C 
11.3200.01 C 15 E 7/84- 82°C 30 
11.3200.01 C 15 E 1.0 Van  eng.108C 85- 82°C 30 
14.2200.01 C 15 E 1.0 eng.TU1 11/86-6/95 88°C 43 
11.3200.01 C 15 E 1.1 Van  eng.109K 84-88 82°C 30 
11.3200.01 C 15 E 1.1 eng.XW7 10/84-5/88 82°C 30 
14.2200.01 C 15 E 1.1,1.1i Van  eng.H1A,HDZ 88- 88°C 43 
14.2200.01 C 15 E 1.1 eng.TUI 7/88-7/96 88°C 43 
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11.3200.01 C 15 E 1.4 Van  eng.150D,KAZ 84-88 82°C 30 
11.3200.01 C 15 E 1.4 eng.XY7 7/86-7/89 82°C 30 
14.2200.01 C 15 E 1.4,1.4i Van  eng.K2D,K3A 88- 88°C 43 
14.2200.01 C 15 E 1.4 eng.TU3 8/89- 88°C 43 
11.5200.01 C 35 E 11/81- 88°C 32 
02.0001.02 C35 2.0 eng.B20-170CXN1T 73-90 82°C 8A 
14.2200.01 Berlingo 1.1i eng.HDZ  96- 88°C 43 
14.2200.01 Berlingo 1.4i eng.KFX  96- 88°C 43 
11.3200.01 Jumper 2.0i eng.RFW,XUD9 94- 82°C 30 
02.2120.01 Relay  1.9D 94- 82°C 14C 
11.3200.01 Relay 2.0i eng.RFW 94- 82°C 30 
14.2200.01 Synergie 1.8 eng.XU7 96- 88°C 43 
11.3200.01 Synergie 1.8 eng.XU7  96- 82°C 30 
11.3200.01 Synergie 2.0i 8V eng.XU10J2   94- 82°C 30 
02.0001.02 Trucks: Citroen 23 Diesel  82°C 8A 
02.0001.02 Engines: 4X 192 T23,449,407,P4  82°C 8A 

DACIA

11.3200.01 Duster 1.6 Diesel eng.F8M 90- 82°C 30 

DAEWOO ANDORIA 

02.2000.01 LDV (eng.4C90) 
(2.79.018; 2485C090) 

 74°C 13 

03.0001.01 LDV (eng.4CT90-1/A7)
(017102)

 82°C 15 

09.0100.02 Engines: Leyland SW 266, SW 400, 6C107 
(TF68; 2.79.003)

 74°C 18 

02.1000.01 Engines: Leyland 4CT107, 6CT107 
(P2485613; 2.79.011) 

 82°C 11 

02.2000.01 Engines: 4C90,4CT90  
(2.79.018; 2485C090) 

 74°C 13 

02.2000.03 Engines: 4C90, 4CT90  
(2.79.020)

 82°C 14 

TO-105 Engines: 4CTi90-IBE, 4C90.  105°C 57 

             DAEWOO

13.3200.01 Espero 1.5 DOHC (03038094)  92°C 38A 
13.1200.01 Nexia 1.5 SOHC   (96143939)  88°C 38 
13.3200.01 Nexia 1.5 DOHC   (03038094)  92°C 38A 
13.1200.01 Nubira 1.6  16V F16D2    (96143939) 09/97- 88°C 38 
18.1200.01 Tico 0,8 (17670A B01-000)  82°C 53 
13.1200.01 Arezzo 1.8  eng. F18S2 04/00- 88°C 38 
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13.1200.01 Tacuma 1.8 eng. F18S2 06/00- 88°C 38 

DAEWOO   SSANGYONG 

12.3100.01 KJ 2.0i 16V L,EL,ELX 6/97- 88°C 34 
12.3100.01 KJ 3.2i 24V ELX 6cyl. 6/97- 88°C 34 
12.3100.01 Musso E 2.0i 16V, EL 6/97- 88°C 34 
12.3100.01 Musso E 3.2 24V 6cyl. 6/96- 88°C 34 

LUBLIN

09.0100.10 �)uk
(S21130.6010-2)

 74°C 19 

02.2000.01 �)uk, Lublin ( eng. 4C90, 4CT90) 
(2.79.018; 2485C090) 

 74°C 13 

DAF

12.4100.01

12.4100.01

Trucks: FA 2300 DHT,FT 2300 DHT, 
  FA 2500 DHS,FT 2500 DHS, 

Trucks: FAR 2500 DHS 
           FA2800,FA2800 DKS,DKSE,DKTD 
           FT2800,FT2800 DKS,DKSE,DKTD 
           FAR 2800 DKS,DKSE,DKTD 
           FAT 2800 DKS,DKTD 
           FTR 2800 DKS,DKTD 
           FTT 2800 DKS,DKTD 

 FT 2805 DKSE,DKTD 

 82°C 

82°C

34A

34A

12.4100.01 Trucks: FA 3300DKX,FT 3300 DKX, 
           FAR 3300 DKX,FT 3305 DKX  
           FAT 3325 DKX,FTT 3325 DKX 

 82°C 34A 

DAIHATSU

13.4100.01 Applause 1.6 i 16V (A101,A 111) eng.HDE, 
HDC/F

89-  82°C 40 

13.4100.01 Charmant 1.3 (A35) eng.4K 82-87  82°C 40 
13.4100.01 Feroza 1.6 i 16V eng. HD-C 89-  82°C 40 
13.4100.01 Fourtrak 2.0 (F80, F85) eng.3 Y 84-92  82°C 40 
13.4100.01 Grand Move 1.5 ;eng. HE-EG 97-  82°C 40 
13.4100.01 Rocky 2.0 ( F80,F85) eng. 3Y 84-92  82°C 40 
13.4100.01 Rugger 2.0 ( F80, F85) eng. 3Y 84-92  82°C 40 
13.4100.01 Sirion 1.0i 16V eng. 1SZ 97-  82°C 40 
13.4100.01 Sportrak 1.6, 1.6i 16V eng. HD-C 89-  82°C 40 
13.4100.01 Terios 1.3i 16V eng. HC-EJ 97-  82°C 40 
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13.4100.01 Wildcat 2.0 ( F80, F 85) eng. 3Y 84- 92  82°C 40 

DATSUN

Patrz NISSAN ( See NISSAN)

FERRARI

12.4100.01 365 (GT 2+2,400,400GT,400i)  82°C 34A 

FIAT

46575242 126p 600/650 FL  70°C 1 
7696535 126 BIS 700  87°C 2 

     MI-003 Bravo/Brava 1,2 16V  182B2/182A5 10/98- 87°C 59A 
7722107 Cinquecento 700  87°C 3 
7759596 Cinquecento 700 USA Ekol.  87°C 4 

     MI-001 Cinquecento 700    170A 01/92-02/98 87°C 60 
     MI-003 Cinquecento 1100    176B2 10/94-02/98 87°C 59A 

02.0001.02 238 E 1.4L 79-83 82°C 8A 
02.0001.02 600,600 D,750  82°C 8A 
11.5200.01 850 All 64- 88°C 32 
11.5200.01 900 T/E 0,9 Kombi 80-86 88°C 32 
02.0001.02 1100 TN Diesel -2/80 82°C 8A 
11.5200.01 1100 T4  88°C 32 
02.0001.02 1300,1500/C,1500L,820B,2300/S, 

Dino 2000C 
62- 82°C 8A 

11.5200.01 1800,2000 (2a series) 63- 88°C 32 
11.5200.01 124 BN (eng. 176338)  88°C 32 
11.5200.01 124 All -9/72 88°C 32 
11.5200.01 127 900 ccm -9/72 88°C 32 
11.5200.01 133 All  88°C 32 
02.0001.02 238 B,B1,E,241 TN -2/80 82°C 8A 
02.0001.02 Campagnola Diesel  82°C 8A 
14.2210.02 Ducato 2.0  XU10 94- 88°C 43B 

     MI-003 Marea 1,2 16V   182B2 02/99- 87°C 59A 
     MI-003 Palio 1,1  178B9 09/98- 87°C 59A 
     MI-003 Panda 0,8 750      141B/156A4 03/86- 87°C 59A 
     MI-003 Panda 0,9 900i      1170A1/146A 04/91- 87°C 59A 
     MI-003 Panda 1,0 1000  4x4    156A3 03/86- 87°C 59A 
     MI-003 Panda 1,0  1100  4x4  141C2/156C/176B2 03/86- 87°C 59A 
     MI-003 Punto  1,1 - 55      176A9 07/93-09/99 87°C 59A 
     MI-003 Punto  1,2 … 60/75/80/85 176A/188A 07/93- 87°C 59A 
     MI-003 Punto  1,6 … 75/80/85      176A/188A 11/93-04/97 87°C 59A 
     MI-003 Sienna  1,2   178B5 09/98- 87°C 59A 
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     MI-003 Stilo  1,2     188A5 09/01- 87°C 59A 
     MI-003 Tipo  1,1  160A3 01/88-02/93 87°C 59A 
     MI-003 Uno  1,0 … 45      156A2 10/85-12/93 87°C 59A 
     MI-003 Uno  1,1 … 55/60    146A/156C/160A 10/89-12/93 87°C 59A 
     MI-003 Doblo  1,2       223A5 10/00- 87°C 59A 
     MI-003 Fiorino  1,0       146B2 05/88- 87°C 59A 
     MI-003 Strada  1,2 Pick-up      178B5 03/99- 87°C 59A 
     MI-003 Tipo  1,4   159A/160A/836A 01/88-02/93 87°C 59A 
     MI-003 Tipo  1,6   159A/160A/835C1 01/88-02/95 87°C 59A 
     MI-003 Tempra  1,4   159A/160A/836A 11/89-02/96 87°C 59A 
     MI-003 Tempra  1,6   159A/835C1 11/89-02/96 87°C 59A 
     MI-003 Tempra  1,8   159A4 01/89-02/93 87°C 59A 
     MI-003 Tempra  2,0   159A6 01/89-02/93 87°C 59A 

14.2200.02 Ulysse 1.8i eng.LFW 94- 88°C 43B 
14.2200.02 Ulysse 2.0i eng.RFU,RGX 94- 88°C 43B 
02.2120.01 Ulysse 1.9D/TD XUD9 94- 82°C 14C 
02.2120.01 Ulysse 2.0 JTD  RHZ 99- 82°C 14C 
02.2120.01 Ulysse 2.1 TD   P8C 96- 82°C 14C 
02.2120.01 Scudo 1.9 D/TD  DW8/XUD9 95- 82°C 14C 
02.2120.01 Scudo 2.0 JTD   RHX/RHZ 00- 82°C 14C 

FIAT … IVECO

12.4100.01 Trucks:OM 150.17,190 Unic 
260 Unic,260T Unic 

 82°C 34A 

12.4100.01 Bus:370.10,11,12.25,370.12.35
370.12.25L,12.30

 82°C 34A 

FORD - (G),(UK)

13.1200.01 12M P6,15M P6,15M TS P6 66-70 88°C 38 
13.1200.01 17M(P5,P7),20M(P5,P7)V4,V6 64-9/69 88°C 38 
11.2100.01 17M P7,20M P7,26M P7,V6 69-72 88°C 29C 
13.1200.02 Capri OHC,Capri V4 68-86 88°C 38C 
11.6200.01 Capri II 1300 Kent 72-81 88°C 32A 
11.6200.01
11.6200.01

Capri 3000 V6, 3.0L V6 
Capri 3000 GT 

71-81 88°C 
88°C

32A
32A

11.2100.01 Capri All other V6 10/69-83 88°C 29C 
13.1200.01 Capri All other V6 68-9/69 88°C 38 
13.3200.02 Capri MKII (710,710GT,2000)OHC 72 92°C 38B 
13.1200.01 Capri MkIII 1.6 (OHC) eng. LC 78-88 88°C 38 
11.2100.01 Capri MKIII 2800i (OHV) 81-88 88°C 29C 
13.1200.01 Capri MkIII 3.0 V6 eng. HYF,3044 78-88 88°C 38 
13.1200.01 Consul 1.7 V4 7/70-75 88°C 38 
13.1200.01 Consul 2.0 (OHC) 7/70-77 88°C 38 
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11.2100.01 Consul 2.3  V6 7/70-75 88°C 29C 
11.5200.01 Consul 3.0 V6  88°C 32 
11.6200.01 Consul 2.0, 2.5, 3.0 (OHV) 72-75 88°C 32A 
11.6200.01 Corsair, Corsair V4 63-70 88°C 32A 
13.1200.01 Cortina 710,7200 (OHC) 70-76 88°C 38 
11.2100.01 Cortina 2.3L V6 (OHV) 77-82 88°C 29C 
13.1200.01 Cortina MKIV,V- OHC 79-82 88°C 38 
11.6200.01 Econovan 1.4 Benzine 85- 88°C 32A 
11.6200.01 Escort 940,1100,1300,1600 Kent 68-9/80 88°C 32A 
11.5200.01 Escort MKI 1.0 (OHV) eng.G1B 68-74 88°C 32 
11.5200.01 Escort MKI 1,1 eng.G1 68-75 88°C 32 
11.5200.01 Escort MKI 1.3 eng.J2H 68-75 88°C 32 
11.5200.01 Escort MKI 1.6, 1.6 Mexico (DOHC)

eng.L3A
70-75 88°C 32 

13.1200.01 Escort MKI 1.6 RS1600 70-74 88°C 38 
11.5200.01 Escort MKII 1.0 (OHV) eng.G1B 12/74-80 88°C 32 
11.5200.01 Escort MKII 1.1 eng.G1,G2 12/74-80 88°C 32 
11.5200.01 Escort MKII 1.3 eng.J2H,J3D 12/74-80 88°C 32 
11.5200.01 Escort MKII 1.6 eng.L3A 12/74-80 88°C 32 
11.5200.01 Escort MKII 1.6 RS1600 eng.LC 12/74-80 88°C 32 
13.1200.01 Escort MKII 2.0 RS2000 eng.NE 74-80 88°C 38 
13.1200.01 Escort MKII 2000 Mexico 76-80 88°C 38 
11.5200.01 Escort FWD 1.1, 1.3 (OHV) 80- 88°C 32 
13.1200.01 Escort FWD 1.4 (OHV-CVH) 80- 88°C 38 
02.0001.02 Escort MKIII 1.1 (OHV) eng.GLA 80-86 82°C 8A 
13.1200.01 Escort MKIII 1.1 (CVH) eng.GPA 80-12/85 88°C 38 
13.1200.01 Escort MKIII 1.3 (CVH) eng.JPA 80-12/85 88°C 38 
13.1200.01 Escort MKIII 1.3 Cabrio eng.JPA 9/83-12/85 88°C 38 
13.1200.01 Escort MKIII 1.6,1.6i (CVH) eng.LPA 80-12/85 88°C 38 
13.1200.01 Escort MKIII 1.6 RS Turbo eng.LNA 11/84-12/85 88°C 38 
13.1200.01 Escort MKIII 1.6 XR3i eng.LRA, 

LR1 CVH F1 
10/82-12/85 88°C 38 

13.1200.01 Escort MKIII 1.6 Cabrio eng.LPA 9/83-12/85 88°C 38 
13.1200.01 Escort MKIII Turnier 1.1, 1.3, 1.6 80-12/85 88°C 38 
11.2100.01 Escort Mk.III 1.6 Diesel, L, GL, Turnier, 1.6 

Diesel Van eng.LTA 
84-86 88°C 29C 

02.0001.02 Escort:MKIV 1.1, MKIV 1.1 Van  (OHV) GLA 86-90 82°C 8A 
02.0001.02 Escort MKIV 1.1 (HCS) eng. GSG 01/86-07/90 82°C 8A 
02.0001.02 Escort MKIV 1.1L Van (OHV)  eng. GSG 87-89 82°C 8A 
13.1200.01 Escort:MKIV 1.1, MKIV 1.1 Van (CVH)

eng. GPA 
86 88°C 38 

11.5200.01 Escort  MkIV 1.3L, MkIV 1.3L Van (HCS) 
eng. JBA  Escort Turnier 1.3

86-90  88°C 32  

13.1200.01 Escort MKIV 1.4, 1.4i, Turnier,  FUA,FUH  86-90 88°C 38 
13.1200.01 Escort MKIV 1.6,1.6i, Turnier   LRB,L4B 86-90 88°C 38 
13.1200.01 Escort MKIV 1.6XR3i, Cabrio  LRB,L4B 86-90 88°C 38 
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13.1200.01 Escort MKIV 1.6i Turbo,  
RS Turbo eng. LNA,LNB 

86-91 88°C 38 

11.2100.01
11.2100.01

Escort Mk.IV 1.6 Diesel C,CL, Ghia, 
Escort Turnier, Van  eng.LTB,LTC  

86-88
86-88

88°C
88°C

29C
29C

11.2100.01 Escort Mk.IV 1.8 Diesel C,CL,Ghia, Turnier, 
Van   eng.RTA,RTB 

88-90 88°C 29C 

11.2100.01 Escort Mk.IV 1.8 Turbo Diesel 88- 88°C 29C 
11.5200.01 Escort MkV 1.3,1.3i eng. JBD  90-92  88°C 32 
13.1200.01 Escort MKV 1.3, 1.3i CL, CLX, Turnier eng. 

JBE,J6A
90-92 88°C 38 

13.1200.01 Escort MKV 1.4,1.4i CL, CLX, Turnier, 
Cabrio, Van   eng.FUH, F6F

90-92 88°C 38 

13.1200.01 Escort MKV 1.6,1.6i CL, CLX, Ghia, 
Turnier,Cabrio (CVH) eng. LJE,LJF 

90-92 88°C 38 

13.1200.01 Escort MKV 2.0i RS2000,
RS Cosworth,4x4RS eng. N7A 

90-92 88°C 38 

13.1200.01 Escort (1992) 1.3i,1.3i Van  eng. J6A 92-95 88°C 38 
13.1200.01 Escort (1992) 1.4i,Cabrio,Van 

eng.F6F,F4B, FUH 
92-95 88°C 38 

13.1200.01 Escort (1992) 1.4i Turnier .F4B CVH EFI 1/94-1/95 88°C 38 
13.1200.01 Escort (1992) 2.0i RS2000  eng. N7A 92-95 88°C 38 
13.1200.01 Escort (1992) 1.6i 16V CL,CLX, Turnier  

(1497689)
11/92-12/93 88°C 38 

13.1200.01 Escort (1992) 1.8i 16V (DOHC)  CL,CLX, 
Ghia, XR3i,Cabrio XR3i (1497689) 

92- 88°C 38 

13.1200.01 Escort (1995) 1.4i, Cabrio,Turnier, Van eng. 
FUH CVH 2VLC 

2/95- 88°C 38 

13.1200.01 Escort (1995) 1.6i 16V Village, Explorer, 
Ghia,SW  (6085917) 

10/96- 88°C 38 

13.3200.01 Escort (1995)  1.8 TD  (6100630) 1/95- 92°C 38A 
13.1200.01 Escort Van 35,55 Benzine 80-1/86 88°C 38 
13.1200.01 Escort Van 33,40,55,60 Benzine 2/86- 88°C 38 
11.6200.01 Explorer (U2) 4.0 93- 88°C 32A 
11.5200.01 Fiesta 1.0 L,GL,C,Ghia (OHV) eng. TKA 77-88  88°C 32  
11.5200.01 Fiesta Van 1.0 (OHV) eng. TKA 77-89  88°C 32  
02.0001.02 Fiesta 1.0 (HCS) eng. T 89-92  82°C 8A 
02.0001.02 Fiesta Van 1.0 eng. R 89-92 82°C 8A 
11.5200.01 Fiesta 1.1 L,GL,S,C,Ghia (OHV) eng. GLA 77-88  88°C 32  
11.5200.01 Fiesta Van 1.1 (OHV) eng. GLA 77-89  88°C 32  
02.0001.02 Fiesta 1.1,1.1i (HCS) eng.GS  89-95 82°C 8A 
11.5200.01 Fiesta 1.1 eng. G6A (1452357/ERT 9) 89-92  88°C 32  
13.1200.01 Fiesta 1.1 eng. G6A  (1497689/ERT122) 92-95 88°C 38 
02.0001.02 Fiesta Van 1.1,1.1i eng.GS  89-96 82°C 8A 
11.5200.01 Fiesta 1.3 S,GL,Ghia   (OHV) eng. J3E 77-85  88°C 32  
13.1200.01 Fiesta 1.3 L,S,Ghia (CVH) eng.JPC 84-87 88°C 38 
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13.1200.01 Fiesta 1.3 eng.J6B 91-95 88°C 38 
11.5200.01 Fiesta 1.3,1.3i (HCS) (inc.Classic) eng. JBD 89-  88°C 32  
11.5200.01 Fiesta Van 1.3,1.3i eng. JBD 91-96  88°C 32  
11.5200.01 Fiesta 1.3,1.3i eng. JBD 95-  88°C 32  
13.1200.01 Fiesta 1.4,S,Ghia   FUA,FUF,F6A,F6E 86-12/88 88°C 38 
13.1200.01 Fiesta 1.4, 1.4i ,CLX,S (CVH), FUF,F6E 1/89-95 88°C 38 
13.1200.01 Fiesta Van 1.4,1.4i eng.FUF,F6E  89-96 88°C 38 
02.0001.02 Fiesta 1.6 XR2 (OHV) eng. L3,L3A 82-83 82°C 8A 
13.1200.01 Fiesta 1.6, 1.6i, 1.6i XR2  LUD, LUH, LJC 87-92 88°C 38 
13.1200.01 Fiesta 1.6 XR2 (CVH) eng. LUB 84-87 88°C 38 
13.1200.01 Fiesta 1.6 eng.LUH  94-95 88°C 38 
13.1200.01 Fiesta 1.6 XR2i eng.LJD  89-95 88°C 38 
11.2100.01 Fiesta 1.6 Diesel eng.LTA, LTB 83-88 88°C 29C 
11.2100.01 Fiesta Van 1.6 Diesel eng.LTA, LTB 83-89 88°C 29C 
11.2100.01 Fiesta Van 1.8 Diesel eng.RTA, RTE 89-96 88°C 29C 
14.6200.02 Focus 1.4, 1,6 FYDA, FYDB, FXDA, FXDB 93- 82°C 16A 
15.4100.01 Focus 1.8i EYDA, EYDB, 93- 88°C 61 
15.4100.01 Focus 2.0i 16V Zetec, RTA, RTE 93- 88°C 61 
14.6200.02 Fusion 1.4,1,6 FYDA, FYDB, FXDA, FXDB 93- 82°C 16A 
15.4100.01 Focus 2,0  EDDA, EDDB, 93- 88°C 61 
11.2120.01 Galaxy 1.9 Turbo Diesel eng. MF 95- 88°C 29E 
13.1200.01 Galaxy 2.0i eng. NSE 95- 88°C 38 
13.1200.01 Granada (OHC) 4cyl. 70-4/88 88°C 38 
11.6200.01 Granada 1.7 V4 72-81 88°C 32A 
13.1200.01 Granada 1.8 (OHC), Granada/Scorpio 1.8 85-88 88°C 38 
13.1200.01 Granada/Scorpio 2.0 (OHC) eng. NEL 85-90 88°C 38 
13.1200.01 Granada 2.0 (OHC) eng. NEA 75-88 88°C 38 
11.2130.01 Granada  2.3 (OHV) 77-2/85 88°C 29G 
11.5200.01 Granada 2.5L V6 eng. SYB 72-77 88°C 32  
12.8110.01 Granada 2.5D  STR 81-82 82°C 37A 
11.2100.01 Granada  2.8 V6 (OHV) 77-2/85 88°C 29C 
11.2100.01 Granada  2.8 (OHV) 81-87 88°C 29C 
11.5200.01 Granada 3.0 V6 eng. HYB 72-77 88°C 32  
02.0115.01 Granada 1.9 Diesel  77-82 82°C 10 
02.0115.01 Granada 2.1 Diesel  77-82 82°C 10 
02.0115.01 Granada 2.5 Diesel  82-2/85 82°C 10 
02.0115.01 Granada/Scorpio 2.5 Diesel  1/86-11/86 82°C 10 
11.5200.01 Ka 1.3,1.3i eng. JBD 96- 88°C 32  
13.1200.01 Orion 1.3 (CVH) eng. JPA 84-86 88°C 38 
11.6200.01 Orion 1.3 (OHV) 86-1/87 88°C 32A 
11.6200.01 Orion 1.3 (OHV) 2/87-9/87 88°C 32A 
11.5200.01 Orion 1.3 (OHV) eng. JBA 86-90 88°C 32 
13.1200.01 Orion 1.3 (CVH) 84-87 88°C 38 
13.1200.01 Orion 1.3 eng.JPA 7/83-3/86 88°C 38 
11.6200.01 Orion 1.3 (HCS) 87-90 88°C 32A 
11.6200.01 Orion 1.3 eng.JLA,JLB,JBA,JBB  3/86-7/90 88°C 32A 
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11.5200.01 Orion 1.3 (HCS) eng. JLA 90-91 88°C 32 
13.1200.01 Orion 1.3 eng.JBE 7/90-7/93 88°C 38 
13.1200.01 Orion 1.4, 1.4i eng. JPA,FUC, FUA, F6B 84-90 88°C 38 
13.1200.01 Orion 1.4,1.4i  (CVH) eng. FUH, F6F 90-93 88°C 38 
13.1200.01 Orion 1.6, 1.6i eng. LRB,L4B 84-90 88°C 38 
13.1200.01 Orion 1.6,1.6i  (CVH) eng. LJE, LJF 90-94 88°C 38 
11.2100.01 Orion 1.6 Diesel eng.LTA,LTB, LTC 84-7/90 88°C 29C 
11.2100.01 Orion 1.8 Diesel eng.RTA,RTB 88-7/90 88°C 29C 
13.1200.01 P100 Pick Up 710,2000 (OHC)  88°C 38 
13.1200.01 P100 Pick Up 1.6 (OHC) 82-87 88°C 38 
13.1200.01 P100 Pick Up 2.0 (OHC) 88-94 88°C 38 
13.1200.01 Sapphire RS Cosworth 2/88-90 88°C 38 
13.1200.01 Sapphire 1.6 (OHC) eng.LSD 87-89 88°C 38 
13.1200.01 Sapphire 1.6i (CVH) eng.L6B 89-93 88°C 38 
13.1200.01 Sapphire 1.8 (OHC) eng.REB 87-88 88°C 38 
13.1200.01 Sapphire 2.0 (OHC) eng.NET 87-90 88°C 38 
13.1200.01 Sapphire 2.0i 16V Cosworth eng.N5 88-90 88°C 38 
13.1200.01 Scorpio 1.8 (OHC) eng. REC 85-92 88°C 38 
13.1200.01 Scorpio 2.0 (OHC) eng. NEL, TL20H 85-94 88°C 38 
13.1200.01 Scorpio 2.0i eng. NRA 3/85-10/86 88°C 38 
11.2100.01 Scorpio 2.8i GL,GHIA eng.PRE 4/85-11/86 88°C 29C 
11.2100.01 Scorpio 2.8i 4x4 GL, GHIA 10/85-11/86 88°C 29C 
13.1200.01 Sierra 1.3 (OHC) eng. JCT 82-87 88°C 38 
13.1200.01 Sierra 1.6 (OHC) eng. LCE 82-93 88°C 38 
13.1200.01 Sierra 1.6i (CVH) eng. LSD/F/E 89-93 88°C 38 
13.1200.01 Sierra 1.8 (OHC) eng. REB 82-88 88°C 38 
13.1200.01 Sierra 1.8 (CVH-2V HC) 87- 88°C 38 
13.1200.01 Sierra 1.8 eng. R2A/C,RED/F 1/87-2/93 88°C 38 
11.2100.01 Sierra 2.0 eng.NYT 8/82-10/84 88°C 29C 
13.1200.01 Sierra 2.0 (OHC) eng. NET 82-86 88°C 38 
13.1200.01 Sierra 2.0 (DOHC) eng. NET 86-93 88°C 38 
13.1200.01 Sierra RS Cosworth 7/86-87 88°C 38 
13.1200.01 Sierra 2.0i Cosworth eng. N5 86-93 88°C 38 
11.2100.01 Sierra 2.0 16V Cosworth, 4x4 90- 88°C 29C 
11.2100.01 Sierra 2.0 V6 L,GL,Ghia,Turnier 82-84 88°C 29C 
11.2100.01 Sierra 2.3 V6 GL,Ghia 82-85 88°C 29C 
11.2100.01 Sierra 2.3 eng.YYT 9/82-86 88°C 29C 
12.8110.01 Sierra 2.3 D YTR/YTT 87-90 82°C 37A 
11.2100.01 Sierra 2.8 eng.PRT, PRG 9/82-2/93 88°C 29C 
11.2100.01 Sierra 2.8 V6 XR4i 83-85 88°C 29C 
11.2100.01 Sierra 2.8 V6 XR 4x4,Turnier,Ghia 85- 88°C 29C 
11.2100.01 Sierra 2.9 V6 GL,Ghia, XR 4x4, B4B V6 EFI 8/88-2/92 88°C 29C 
13.1200.01 Talisman  88°C 38 
13.1200.01 Taunus 1.3, 1.6, 2.0 (OHC) 70-82 88°C 38 
11.2100.01 Taunus 2.0 V6, 2.3 V6 75-79 88°C 29C 
11.2100.01 Taunus 2.0, 2.3  79-82 88°C 29C 
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13.1200.01 Transit FT100 eng. EY 71-78 88°C 38 
11.6200.01 Transit V4 -79 88°C 32A 
11.5200.01 Transit 1.6 (OHV) eng. L3A 75-78 88°C 32 
13.1200.01 Transit 1.6 (OHC) eng. LAT 78- 88°C 38 
13.1200.01 Transit 1.6 eng. B 78-12/85 88°C 38 
13.1200.01 Transit 1.6 eng. LAC,LAT 1/86-9/91 88°C 38 
13.1200.01 Transit 2.0 eng. C 78-12/85 88°C 38 
13.1200.01 Transit 2.0 eng. N6T 1/86-9/91 88°C 38 
13.1200.01 Transit 2.0 (OHC) eng. NAT 78-93 88°C 38 
13.1200.01 Transit 2.0 eng. NCA 10/91- 88°C 38 
11.6200.01 Transit 2.4D 78-84 88°C 32A 
11.6200.01 Transit 2.5D 84-86 88°C 32A 

FORD LIGHT TRUCKS

13.1200.01 2.3 (140 cu.in.eng.) Courier 72-84 88°C 38 
11.5200.01 Courier 1.3,1.3i Van eng. JBD 91- 88°C 32 
11.2100.01 2.8 (171 cu.in.eng.) exc.Aerostar  83-87 88°C 29C 
11.1100.01 4.9 E 150/350 (300 cu.in.eng.) 

(exc.Eng.code EL-293-BA, EL-294-BA) 
85-86 82°C 29 

02.0001.02 P 350/500 (220,242 cu.in.eng.) Diesel 63-84 82°C 8A 
02.0001.02 N 600/700 (330,363 cu.in.eng.) Diesel 62-84 82°C 8A 

               FSO 

03.0001.04 Polonez 1500 
(017174)

 74°C 15A 

03.0001.05 Polonez 1500 
(017107)

 87°C 15B 

03.0001.01 Polonez Caro 1500 / 1600 
(017102)

 82°C 15 

03.0002.01
03.0002.01

Polonez: Caro Plus, Atu Plus, Combi, 
Truck, Truck Roy (1,6 GLI, 1,6 GSI) 
(076835)

 85°C 
85°C

15C
15C

14.6200.01 Polonez Caro 1.4 eng. Rover K8  82°C 16 
02.2120.01 Truck 1.9D  82°C 14C 
03.1000.01 FSO 1300/1500 

(025105)
 87°C 17 

13.3200.01 Espero 1.5 DOHC (03038094)  92°C 38A 
13.1200.01 Nexia 1.5 SOHC   (96143939)  88°C 38 
13.3200.01 Nexia 1.5 DOHC   (03038094)  92°C 38A 
13.1200.01 Lanos 1,4 SOHC  A13SMS 09/97- 88°C 38 
13.1200.01 Lanos 1,5 SOHC  A15SMS 09/97- 88°C 38 
13.1200.01 Lanos 1,5 DOHC  A15DMS 09/97- 88°C 38 
13.1200.01 Lanos 1,6 DOHC  A16DMS 09/97- 88°C 38 
18.1200.01 Matiz 0,8 MPI (96314853)  82°C 53 
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13.1200.02 Lanos - Ukraina  88°C 38C 
13.1200.03 Lanos - Ukraina  83°C 38D 
13.1200.04 Lanos - Ukraina  83°C 38E 

IFA

12.5100.01 L 60  82°C 35 

ISUZU

02.0001.02 Gemini 1.6, 1.8 77- 82°C 8A 
02.0001.02 Piazza 2.0i Turbo 86-92 82°C 8A 
02.0001.02 Trooper 1.9, 2.3i 84-89 82°C 8A 
02.0001.02 Trooper 2.6i, 2.8 Turbo Diesel 87-92 82°C 8A 
02.0001.02 Trooper 3.1 Turbo Diesel 89-93 82°C 8A 
02.0001.02 KB 2.0 Pick-up 82- 82°C 8A 
02.0001.02 WFR 11 2.0 Petrol Van 82-88 82°C 8A 

JAGUAR

12.3100.01 XJ 40 Series  88°C 34 

JEEP

12.1100.01 2.1 (126 cu.in.eng.) Diesel 85-90 82°C 33 
02.0001.02 2.2 (134 cu.in.eng.) 68-73 82°C 8A 
02.0001.02 3.7 (225 cu.in.eng.) 65-71 82°C 8A 
02.0001.02 5.7 (350 cu.in.eng.) 68-71 82°C 8A 
12.1100.02 Cherokee 2.1 TD ENA 93- 80°C 33A 

JELCZ

C422D, S422D, S622D 
(eng. Mielec SWT 11/301/3) 
C422D/4 (eng.Mielec SWT 11/343) 
T120 (eng.Mielec SWT 11/311,11/311/4)  
T120 (eng.Mielec SW 680/165) 1/91- 
P416D/2, P416K/21, P416/20SM, P662K, 
014(P442DS) (eng.Mielec SW 680/207/23) 

1/95-
PLM6322

&
PLM6323

C417, C620, C620/2, C620/3, P415, P416, 
P416/2,
S415, S415/2, S415/3, S416, S416/2, 
S416/3, S417/2, S417D/3, W415, W620 
(eng.Mielec SW 680/207/14,15,16) 

4/91-  

72°C

72°C

6

7
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PLM6322
&

    PLM6323 

C422, C620/4, C620/6,  C622, C642, P421, 
P642K, S415/4, S416/4, S416/6, S421, 
S621, S622,  S631, S642, W640, W641R, 
W642K, 640JS 
(eng.Mielec SWT 11/301/2,
SW 680/101/4,9) 

1/92-  

 C422, C620, C622, C642, P415, P422, 
P422D, P422K,  P622, P622K, P642, 
P642K, P642K.CL, S415, S416, S622,
W417, W422,  W620, W642, 010(P422Ds.), 
417 (eng.Mielec
SW 680/207, SW680/207/2,3,5,9) 

1/91-   

KAMAZ

PLM6322
& PLM6323 

Engines: Mielec SWT11/345, SWT11/345/1  72°C 
72°C

6
     7 

16.4100.01 UMZ-4178.10, UMZ-4218.10  70°C 49 
  16.4100.02 UMZ-4178.10, UMZ-4218.10  72°C 49A 
  16.4100.03 UMZ-4178.10, UMZ-4218.10  80°C 49B 
  16.4100.04 UMZ-4178.10, UMZ-4218.10  82°C 49C 
  16.4100.05 UMZ-4178.10, UMZ-4218.10  87°C 49D 

LADA, TAVRIA, MOSKVITCH, VOLGA 

10.0100.01 Lada 1,2; 1,3; 1,5; 1,6;
(2101-1306010-01)

 83°C 21 

10.0100.02 Lada 1,2; 1,3; 1,5; 1,6;
(2101-1306010-01)

 75°C 21A 

10.0100.03 Lada 1,2; 1,3; 1,5; 1,6;
(2101-1306010-01)

 70°C 21B 

10.0110.01 Lada 2110 , (2110-1306010)  85°C 24 
10.0110.02 Lada 2110  

(2110-1306010)
 75°C 24A 

10.0300.01 Natacha 1.1,1.5 
(2108-1306010-11)

05/93 87°C 25 

10.0300.01 Sagona 1.5 
(2108-1306010-11)

9/91- 87°C 25 

10.0300.01 Samara 1.1,1.3 
(2108-1306010-11)

7/86- 87°C 25 

10.0300.01 Samara 1.5 
(2108-1306010-11)

5/93- 87°C 25 

10.0102.02 Niva (All) 
(2101-1306010-02)

 83°C 22 

10.0112.01 Niva … Chevrolet 
(2123-1306010-02)

01/05> 80°C 27 
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10.0400.01 Tavria 
(TC-103-1306010-04)

 87°C 26 

10.0102.03 Moskvitch … Aleko 
(412-1306010-10)

 83°C 23 

17.2100.01 Moskvitch 412 
(412-1306010)

 83°C 52 

16.4100.01 Volga (ZMZ-402.10,  ZMZ-406.10) 
(TC-107-1306100-05)

 70°C 49 

16.4100.02 Volga (ZMZ-402.10,  ZMZ-406.10) 
(TC-107-1306100-05)

 72°C 49A 

16.4100.03 Volga (ZMZ-402.10,  ZMZ-406.10) 
(TC-107-1306100-05)

 80°C 49B 

16.4100.04 Volga (ZMZ-402.10,  ZMZ-406.10) 
(TC-107-1306100-05)

 82°C 49C 

16.4100.05 Volga (ZMZ-402.10,  ZMZ-406.10) 
(TC-107-1306100-05)

 87°C 49D 

LANCIA

03.0001.01 Y10 Touring 1050cc  (4409254) 3/85- 82°C 15 
14.2210.02 Zeta 2.0 turbo RGX 94- 88°C 43B 

     MI-003 Lancia Y Ipsilon  1,1    176B2 04/97- 87°C 59A 
     MI-003 Lancia Y Ipsilon  1,2 16V 

176B9/188A/840A3
11/95- 87°C 59A 

     MI-002 Lancia Dedra 2.0    835A5/836A3/ 07/94-09/99 83°C 59 

LAND ROVER

13.1200.01 2000  88°C 38 
11.1100.01 2800 V6  82°C 29 
02.0001.02 90 2.0 eng. 11H 83-85 82°C 8A 
02.0001.02 90 2.5 85- 82°C 8A 
02.0001.02 90 2.5 Diesel eng. 12J 82- 82°C 8A 
02.0001.02 90 2.5 Turbo Diesel eng. 12J 86- 82°C 8A 
02.0001.02 90 3.5 V8 eng. 15G 82- 82°C 8A 
02.0001.01 109 3.5 V8 79-83 82°C 8 
02.0001.02 110 2.0 eng. 11H 83-85 82°C 8A 
02.0001.02 110 2.5 85- 82°C 8A 
02.0001.02 110 2.5 Diesel eng. 12J 82- 82°C 8A 
02.0001.02 110 2.5 Turbo Diesel eng. 12J 86- 82°C 8A 
02.0001.02 110  3.5 V8 eng. 15G 82- 82°C 8A 
11.6200.01 216 Series  88°C 32A 
02.0001.01 Defender 2.5 17H 90- 82°C 8 
02.0001.01 Defender 2.5D  12J 90- 82°C 8 
02.0001.01 Defender 3.5V8 20G 90- 82°C 8 
11.5200.01 Discovery 3.5i V8 89- 88°C 32 
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02.0001.02 Range Rover 3.5 V8 70-89 82°C 8A 
11.5200.01 Range Rover 3.5i V8 89- 88°C 32 
11.5200.01 Range Rover 3.9i V8 89- 88°C 32  
11.5200.01 Series III 3.5 V8 81-85 88°C 32 

LDV

02.2000.01 LDV (eng.4C90)        (2.79.018; 2485C090)  74°C 13 
03.0001.01 LDV (eng.4CT90-1/A7)     (012102)  82°C 15 

LIAZ

  12.4100.01 100.05, 100.45  82°C 34A 

LINCOLN

12.1100.01 2.4 (146 cu.in.eng.) Diesel 84-85 82°C 33 

MAN

12.4100.01 Man 26.240 HS,HAS 
Man 26.240 DF-TM,DF-M2,DF-KO 

 82°C 34A 

MAZ

16.7100.01 JAMZ 236, 3238, 240  80°C 51 
16.7100.02 JAMZ 236, 3238, 240  87°C 51A 

MAZDA

11.5200.01 626 2.0 Diesel eng.RF 83-91 88°C 32 
11.5200.01 E 2200 2.2 Diesel Van (SR) eng.R2 85-90 88°C 32 

MERCEDES … BENZ

12.3100.01 190 (W201) 2.0 eng.M 102.921,924 82-90 88°C 34 
12.3100.01 190E (W201) 1.8 eng.M 102.910 89-93 88°C 34 
12.3100.01 190E (W201) 2.0 eng.M 102.961,962 82-93 88°C 34 
12.3100.01 190E (W201) 2.3, 2.3 16V  M 102.983,985 84-93 88°C 34 
12.3100.01 190E (W201) 2.5  eng.M 102.990,991,992 88-93 88°C 34 
12.3100.01 190E (W201) 2.6 eng.M 103.942 86-93 88°C 34  
12.3100.01 200 (W123) 2.0 eng.M115.938,939 76-80 88°C 34 
12.3100.01 200, 200T (W123) 2.0  eng. M102.920,939 80-85 88°C 34 
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12.3100.01 200 (W124L) 2.0 eng.M102.922 86-90 88°C 34  
12.3100.01 200E (W124L) 2.0 eng.M102.963 88-93 88°C 34 
12.3100.01 200T (W124T) 2.0 eng.M102.922 85-90 88°C 34 
12.3100.01 200TE (W124T) 2.0 eng.M102.963 88-93 88°C 34 
12.1100.01 200D (W115) 2.0 eng.OM615.913 68-77 82°C 33 
12.1100.01 200D (W123) 2.0 eng.OM615.940 76-85 82°C 33 
12.1100.01 220D (W115) 2.2 eng.OM615.912 68-77 82°C 33 
12.1100.01 220D (W123) 2.2 eng.OM615.941 76-79 82°C 33 
12.3100.01 230G (W460.3-463) 2.3 eng.M115.973 79-82 88°C 34 
12.3100.01 230, 230C, 230T(W123) 2.3 eng.M115.954 76-81 88°C 34 
12.3100.01 230 E,CE,TE (W123) 2.3  eng.M102.980 80-85 88°C 34 
12.3100.01 230CE (W124C) 2.3 eng.M102.982 87-93 88°C 34 
12.3100.01 230E (W124L) 2.3 eng.M102.982 85-93 88°C 34 
12.3100.01 230TE (W124T) 2.0 eng.M102.982 85-92 88°C 34 
12.1100.01 240D (W115) 2.4 eng.OM616.916 73-77 82°C 33 
12.1100.01 240D (W115) 3.0 eng.OM617.910 73-77 82°C 33 
12.1100.01 240D, 240TD (W123) 2.4 eng.OM616.912 76-85 82°C 33 
12.3100.01 250, 250T (W123) 2.5 eng.M123.920,921 76-85 88°C 34 
12.3100.01 260E (W124L) 2.6 eng.M103.940,943 85-92 88°C 34 
12.3100.01 260TE (W124T) 2.6 eng.M103.940 85-92 88°C 34 
12.3100.01 260SE (W126) 2.6 eng.M103.941 85-91 88°C 34 
12.3100.01 280E, CE, TE  (W123) 2.8  

eng.M110.984,988
76-85 88°C 34 

12.3100.01 280, 280C (W123) 2.8  eng.M110.923 76-80 88°C 34 
12.3100.01 280E (W124L) 2.8 eng.M104.942 92-93 88°C 34 
12.3100.01 280SLC (C107) 2.8 eng.M110.982,986 74-81 88°C 34 
12.3100.01 280SLC (R107) 2.8 eng.M110.982,986 74-85 88°C 34 
12.3100.01 280S (W116) 2.8 eng.M110.922 72-80 88°C 34 
12.3100.01 280SE,SEL (W116) 2.8 eng.M110.983,985 72-80 88°C 34 
12.3100.01 280S (W126) 2.8 eng.M110.924,926 79-85 88°C 34 
12.3100.01 280SE,SEL (W126) 2.8 eng.M110.987,989 79-85 88°C 34 
12.3100.01 280SL (W129) 2.8 eng.M104.943 93- 88°C 34 
12.3100.01 280GE (W460.3-463) 2.8 eng.M110.994 79-89 88°C 34 
12.3100.01 300 Gas 88-93 88°C 34 
12.3100.01 300CE (W124C) 3.0 eng.M102.982  87-93 88°C 34 
12.3100.01 300CE (W124C) 3.0 24V eng.M104.980 87-93 88°C 34 
12.3100.01 300E (W124L) 3.0 eng.103.980,983,985 85-93 88°C 34 
12.3100.01 300E (W124L) 3.0 24V eng.104.980 88-92 88°C 34 
12.3100.01 300TE (W124T) 3.0 eng.103.983,985 86-93 88°C 34 
12.3100.01 300TE (W124T) 3.0 24V eng.103.983,985 86-93 88°C 34 
12.3100.01 300SL (R107) 3.0 eng.103.982 85-89 88°C 34 
12.3100.01 300SE,SEL (W126) 3.0 eng.M103.981 85-91 88°C 34 
12.3100.01 300SL (W129) 3.0 eng.M103.984 89-93 88°C 34 
12.3100.01 300SL (W129) 3.0 24V eng.M104.981 89-93 88°C 34 
12.3100.01 300SE,SEL (W140L) 3.2 eng.M103.981 91- 88°C 34 
12.3100.01 300GE (W460.3-463) 3.0 eng.M103.987 89- 88°C 34 
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12.1100.01
12.1100.01

300D, 300CD, 300TD  (W123) 2.4
300D, 300CD, 300TD  eng.OM617.912,952

76-85
76-85

82°C
82°C

33
33

12.1100.01 300GD (W460.3-463) 3.0 eng.OM617.931 79-8/89 82°C 33 
12.3100.01 320SL (W129) 3.2 eng.104.991 93- 88°C 34 
12.3100.01 450 SEL 6.9 (W116) eng.M100.985 75-80 88°C 34 
12.3100.01 C280 (W202) 2.8 eng.M104.941 93- 88°C 34 
12.3100.01 E280 (W124E) 2.8 eng.M104.942 93-95 88°C 34 
12.3100.01 E280T (W124E) 2.8 eng.M104.942 93- 88°C 34 
12.3100.01 E300 (W124E) 3.0 eng.M103.985 93-95 88°C 34 
12.3100.01 E300T (W124E) 3.0 eng.M103.985 93- 88°C 34 
12.3100.01 E320 (W124E) 3.2 eng.M104.992 93-95 88°C 34 
12.3100.01 E320 Cabrio (W124E) 3.2,

E320 Coupe (W124E) 3.2,
E320T (W124E) 3.2 eng.M104.992 

93- 88°C 34 

12.3100.01 E320 (W210E) 3.2 eng.M104.995 95- 88°C 34 
12.3100.01 E36 AMG (W124E) 3.6 eng.M104.992 94-95 88°C 34 
12.3100.01 E36 AMG Cabrio (W124E) 3.6  

E36 AMG Coupe (W124E) 3.6
E36 AMG T (W124E) 3.6 eng.M104.992 

94- 88°C 34 

12.1100.01 207D (601) 2.4 eng.OM616.917 77- 82°C 33 
12.3100.01 208 (601) 2.3 eng.M102 77- 88°C 34 
12.1100.01 208D (601) 2.3 eng.OM601.940 88- 82°C 33 
12.3100.01 210 (601) 2.3 eng.M102.942,945 77- 88°C 34 
12.1100.01 210D (601) 2.9 eng.OM602.940 88- 82°C 33 
12.1100.01 310D (601) 2.9  89- 82°C 33 
12.3100.01 410  2.3 Petrol eng.M102 89- 88°C 34 
12.3100.01 L400  2.3 Petrol eng.M102 84-86 88°C 34 
12.1100.01 MB100 (631) 2.4 eng.OM616.963 88- 82°C 33 
12.4100.01 Trucks: L406(OM321) -8/73 82°C 34A 
12.4100.01 Trucks: 207D,307D,309D,407D,409D 9/73- 82°C 34A 
12.1100.01 Trucks: L206D, L207D, L306D, L307D, 

L309D, L406D, L407D,L409D, 
(eng.OM615,OM616,OM617)

9/73- 82°C 33 

12.3100.01 Trucks: L408, L409, L410 5/76- 88°C 34 
12.1100.01 Trucks: 0309D     OM615,OM616,OM617 9/73- 82°C 33 
12.4100.01 Trucks: O 302,O 3021,O 321 H,O 321HL, O 

322,O 322 H, O 303,O 305,O 307, 
O 309,O 309 B,O 309 D,O 317,O 317 K,
O 319,O 319 B,O 319 D,O 320,O 321,
O 322 

9/73- 82°C 34A 

12.4100.01 Trucks: LF 8,LF 16,LF/LFA 113,LF 408, 
LF/LFH 710,TLF 16 TRO,TFL 16,RW 1-3 

9/73- 82°C 34A 

12.4100.01 Trucks: LB 608,LB 1313 MB-trac 
800/1100/1300
U 40/421,U 54/403,U 66/403, U 70/406, 
U 80/413,U 80/416, U 84/406,U 90/416, 
U 90/416T, U 100,U 100/416,U 110/416

7/76- 82°C 34A 
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12.4100.01 Trucks: U 110/416,U 110/416T, 
U 120/425,U 125/416,U 150/425, S 82 

- 6/76 82°C 34A 

12.4100.01 Trucks: U 110/416,U 110/416T, 
U 120/425,U 125/416,U 150/425,S 82,
U 800,U 800L,U 900,U 1000,U 1100,
U 1100L,U 1100T,U 1300,U 1300L, 
U 1500,U 1500T,U 1700,U 1700T 

7/76- 82°C 34A 

12.4100.01 Trucks: 319 B,319 D,710,911,1113,1413, 
(eng.D.E1 )
405,406,407,408 D,508 D,608,608 D, 
613 D,LP 613,709,710,808, 810,811,813, 
814,911,912,913,1013,1017,1113,1114,
1120,1213,1217,1219,1222,1313,1317, 
1319,1413,1417,1419,1422,1424,1425, 
1513,1517,1519,1613,1617,1619,1621, 
1622,1624,1625,1626,1628,1632,1633, 
1636,1638,1719,1813,1819,1919,1923, 
1924,1926,1928,1932,1933,1936,1938, 
2024,2026,2028,2032,2033,2036,2219, 
2222,2224,2226,2228,2232,2233,2238, 
2624,2626,2628,2632,2633,2636,2638, 
3328,3333,3336,3850 

7/59- 82°C 34A 

12.4100.01 Engines: OM 314, OM 327, OM 352 
OM 352A, OM 355, OM 355A, OM 360 III, 
OM 362, OM 362 LA, OM 364, OM 366, 
OM 366A, OM 366 LA, OM 401, OM 402, 
OM 403, OM 404, OM 404A, OM 407, 
OM 407H, OM 409, OM 421, OM 422, 
OM 422A, OM 422 LA, OM 423, OM 424, 
OM 424A, OM 442, OM 442 LA 

 82°C 34A 

12.4100.01 Engines: OM 621 new 9/73- 82°C 34A 

MERCURY

13.1200.01 2.3 (140 cu.in.eng.) Bobact 75-78 88°C 38 
13.1200.01 2.0 (122 cu.in.eng.) Capri 71-74 88°C 38 
11.2100.01 2.6 (159 cu.in.eng.) Capri 72-73 88°C 29C 

MULTICAR

13.2200.01 Multicar  80°C 39 
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NISSAN-DATSUN

02.0001.02 1000 1.0, 1200 1.2, 1300 1.3,
1400 1.4, 1600 1.6, 1800 1.8,
2000 2.0, 2300 2.3, 2400 2.4 

68-73 82°C 8A 

13.4100.01 100 NX 1.6i 16V (B 13)  eng. G16DE  90- 82°C 40 
02.0001.02 120 Y 1.2(B 310) eng. A12 78-82 82°C 8A 
02.0001.02 140 J 1.4(710) eng. A14 73-81 82°C 8A 
02.0001.02 140 Y 1.4(B 310)  78-82 82°C 8A 
02.0001.02 160 J 1.6(710, A10) eng. L16 73-81 82°C 8A 
02.0001.02 200 SX 1.8i 16V(S13)  eng. CA18DET 89- 82°C 8A 
11.5200.01 240 K 2.4 (C110) eng. L24 79-80 88°C 32 
11.5200.01 240 Z 2.4 (S30) eng. L24 70-74 88°C 32  
11.5200.01 260 C 2.6 (230) eng. L26 72-77 88°C 32 
11.5200.01 260 Z 2.6 (S30) eng. L26 72-79 88°C 32 
11.5200.01 280 C 2.8 (P43) eng. L28 77-84 88°C 32 
11.5200.01 280 ZX 2.8 (S13) eng. L28 79-84 88°C 32 
02.0001.02 620 1.5  75-80 82°C 8A 
02.0001.02 720 1.6,1.8  80-86 82°C 8A 
13.4100.01 Almera 1.4i eng. GA 14 DS. 95- 82°C 40 
13.4100.01 Almera 1.6i  eng. GA 14 DS. 95- 82°C 40 
11.5200.01 Bluebird 160B 1.6 (610) eng. L16 72-84 88°C 32 
11.5200.01 Bluebird 180B 1.8 (810) eng. L18 72-84 88°C 32 
11.5200.01 Cabstar 2.0 (F20) 78- 88°C 32 
11.5200.01 Cabstar 2.0 (F22) eng.Z20 78- 88°C 32 
02.0001.02 Cherry 1.0 (F10, F11, N10) eng.A10  70-86 82°C 8A 
02.0001.02 Cherry 1.2 (F10, F11, N10, N12) eng.A12 70-86 82°C 8A 
02.0001.02 Cherry 1.3 (F10, F11, N10, N12) eng.E13  70-86 82°C 8A 
02.0001.02 Cherry 1.5 (N12) inc. Turbo eng.E15  82-86 82°C 8A 
02.0001.02 Cherry 1.7 Diesel, Turbo Diesel eng.CD17  81-87 82°C 8A 
02.0001.02 Cherry Europe 1.2 eng. 920A  83-87 82°C 8A 
02.0001.02 Cherry Europe 1.5 eng. E15-ET  83-85 82°C 8A 
11.5200.01 E20 2.0 (H20) eng. Z 20 79-87 88°C 32 
02.0001.02 Laurel 1.8; 2.0 (C30)  68-72 82°C 8A 
02.0001.02 Laurel 2.0   72-85 82°C 8A 
02.0001.02 Laurel 2.4 (C31, C230) eng. L24  77-84 82°C 8A 
02.0001.02 Micra 1.0i 16V (K11) eng.CG10DE  92-96 82°C 8A 
02.0001.02 Micra 1.3i 16V (K11) eng.CG13DE  92-96 82°C 8A 
11.5200.01 Patrol 2.8 82-89 88°C 32 
11.5200.01 Patrol 3.0 (160, 260) 82- 88°C 32 
13.4100.01 Pulsar 1.4i (N14) eng. GA 14 DS 92-95 82°C 40 
13.4100.01 Pulsar 1.4i (N15) eng. GA 14 DS 95- 82°C 40 
13.4100.01 Pulsar 1.6i (N14) eng. GA 16 DS 92-95 82°C 40 
13.4100.01 Pulsar 1.6i (N15) eng. GA 16 DS 95- 82°C 40 
11.5200.01 Pulsar Turbo 83-84 88°C 32 
11.5200.01 Stanza 1.6,1.8 (T11) eng. CA16/18 82-86 88°C 32 
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02.0001.02 Sunny 1.0 eng. E10S 86-95 82°C 8A 
02.0001.02 Sunny 1.2 (B310) eng. A12 78-82 82°C 8A 
11.5200.01 Sunny 1.3 (N13) eng. E13S 83-92 88°C 32 
02.0001.02 Sunny 1.4 (B310)  78-82 82°C 8A 
02.0001.02 Sunny 1.4 (B11) eng. GA14DS  82-85 82°C 8A 
13.4100.01 Sunny 1.4i (N14) eng. GA 16 DS 92-95 82°C 40 
13.4100.01 Sunny 1.4i (N15) eng. GA14 DS 95- 82°C 40 
13.4100.01 Sunny 1.6i (N14) eng. GA 16 S 92-95 82°C 40 
13.4100.01 Sunny 1.6i (N15) eng. GA 16S 95- 82°C 40 
02.0001.02 Violet 1.4 (710) eng. A14  73-81 82°C 8A 

  02.0001.02 Violet 1.6 (710,A10) eng. L16  73-81 82°C 8A 

NSU

02.0001.02 All models  82°C 8A 

OLTCIT

11.3200.01 Oltcit  82°C 30 

OPEL

11.5200.01 Admiral A 2.6 64-69 88°C 32 
11.5200.01 Admiral B 2.8S 69-77 88°C 32 
11.1100.01 Admiral B 2.8 eng. 28E 4/72-1/78 82°C 29 
11.5200.01 Ascona A 1.2 eng.12S 72-75 88°C 32 
11.5200.01 Ascona A 1.6 eng.16N,16S 70-75 88°C 32 
11.5200.01 Ascona A 1.9 eng.19S 70-75 88°C 32 
13.1200.01 Ascona B 1.2 eng.12N,12S OHV 75-79 88°C 38 
13.1200.01 Ascona B 1.3 eng.13N,13S OHC 79-81 88°C 38 
11.5200.01 Ascona B 1.6 eng.16N,16S CIH 75-80 88°C 32 
13.1200.01 Ascona B 1.6 eng.16N,16S CIH 80-81 88°C 38 
11.5200.01 Ascona B 1.9 eng.19N,19S CIH 75-80 88°C 32 
13.1200.01 Ascona B 1.9 eng.19N,19S CIH 80-81 88°C 38 
11.5200.01 Ascona B 2.0 eng.20N,20S CIH 75-80 88°C 32 
13.1200.01 Ascona B 2.0 eng.20N,20S CIH 80-81 88°C 38 
11.2100.01 Ascona B 2.0E,GTE eng.20E CIH  

(1338033)
79- 88°C 29C 

13.3200.01 Ascona C 1.3 eng.13N,13S OHC 81-87 92°C 38A 
13.1200.01 Ascona C 1.6 J,L (1338 042) 7/80-8/81 88°C 38 
13.1200.01 Ascona C 1.9 J,L,S   (1338 042)    7/80-8/81 88°C 38 
13.1200.01 Ascona C 2.0 J,L,E,N,S  (1338 042)      7/80-8/81 88°C 38 
13.1200.01 Ascona C 2.0,2.0i eng.20NE 86 88°C 38 
11.2100.01 Ascona C 2.0E,GTE eng.20NE, C20NE 

(1338033)
09/86-01/87 88°C 29C 
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13.3200.01 Astra F 1.4i 8V eng.C14SE,NZ 91-98 92°C 38A 
13.3200.01 Astra F 1.4i Van eng.14NV,NZ 91-98 92°C 38A 
13.3200.01 Astra F 1.6i 8Veng.C16N,NZ,SE,SZ 91-98 92°C 38A 
13.3200.01 Astra F 1.6i Van eng.16NZ 91-98 92°C 38A 
13.3200.01 Astra G 1.6i 8V eng.C16  98- 92°C 38A 
13.3200.01 Astra G 1.6i Van eng.C16  98- 92°C 38A 
11.5200.01 Blitz Benzine, Bedford-Blitz  88°C 32 
13.3200.01 Combo 1.2i eng. C12NZ,12S 93- 92°C 38A 
13.3200.01 Combo 1.4i eng. C14NZ,SE,14NV, 93- 92°C 38A 
11.2100.01 Commodore B 2.5 eng.25S 72-83 88°C 29C 
11.2100.01 Commodore B 2.8 E eng.28E 72-78 88°C 29C 
11.5200.01 Commodore B 2.8 HC eng.28HC 72-78 88°C 32 
11.2100.01 Commodore B 3.0i eng.30E 72-78 88°C 29C 
11.2100.01 Commodore C 2.5E eng.25E 80-85 88°C 29C 
11.5200.01 Commodore C 2.5S eng.25S 78-85 88°C 32 
13.3200.01 Corsa A 1.0 eng.10S 82-83 92°C  38A 
13.3200.01 Corsa A 1.0 Van eng.10S  82-93 92°C  38A 
13.3200.01 Corsa A 1.2 eng.12N,NC,GV 82-93 92°C  38A 
13.3200.01 Corsa A 1.2 Van eng.12S 82-93 92°C  38A 
13.3200.01 Corsa A 1.3 eng.13S,SB,NB 82-93 92°C  38A 
13.3200.01 Corsa A 1.3 Van eng.13N,S 82-93 92°C  38A 
13.3200.01 Corsa A 1.4 eng.14LV,NV,NZ 89-93 92°C  38A 
13.3200.01 Corsa A 1.4 Van eng.14NV 89-93 92°C 38A 
11.5200.01 Corsa A 1.5 Diesel eng.4EC1,15D

(1338 055) 
87-93 88°C 32 

11.5200.01 Corsa A 1.5 Diesel Van eng.15D 
(1338 055) 

89-93 88°C 32 

11.5200.01 Corsa A 1.5 Turbo Diesel eng.T4ECI  (1338 
055)

89-93 88°C 32 

13.3200.01 Corsa A 1.6i GTE,GSi eng.E16SE 88-93 92°C 38A 
13.3200.01 Corsa B 1.2i eng.C12NZ,X12SZ 93- 92°C 38A 
13.3200.01 Corsa B 1.4i 8V eng.C14NZ,SE 93- 92°C 38A 
11.5200.01 Diplomat  2.6 eng.H 67-78 88°C 32 
11.1110.01 Diplomat  2.8 eng.B28E 75-78 82°C 29A 
13.1200.01 Kadett B 1.1,1.2,1.3 -73 88°C 38 
11.5200.01 Kadett B 1.5,1.6,1.7,1.9 -73 88°C 32 
13.1200.01 Kadett C 1.0,1.2,1.3 73-79 88°C 38 
11.5200.01 Kadett C 1.6,1.7 76-79 88°C 32 
11.1130.01 Kadett C 1.9 GT,Coupe eng.19E 75-77 82°C 29F 
11.1100.01 Kadett C 2.0 E,GT,Coupe eng.20E,EH 77-79 82°C 29 
13.1200.01 Kadett D 1.2-OHVeng.12N,S 79-9/81 88°C 38 
13.3200.01 Kadett D 1.2-OHV eng.12N,S 10/81-84 92°C 38A 
13.3200.01 Kadett D 1.2-OHC eng.12ST 82-84 92°C 38A 
13.1200.01 Kadett D 1.3-OHC eng.13N,S 79-9/81 88°C 38 
13.3200.01 Kadett D 1.3 eng.13N,S 10/81- 84 92°C 38A 
11.5200.01 Kadett D 1.6 eng.16SH 81-84 88°C 32 
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11.1100.01 Kadett D 1.8 eng.18E 83-84 82°C 29 
13.3200.01 Kadett E 1.2 eng.12SC,ST 84-91 92°C  38A 
13.3200.01 Kadett E 1.3 eng.13N,S,NB 84-91 92°C 38A 
13.3200.01 Kadett E 1.3 VAN eng.13N,S,NB 82-89 92°C 38A 
13.3200.01 Kadett E 1.4 eng.14NV,C14NZ 90-91 92°C 38A 
13.3200.01 Kadett E 1.4 VAN eng.14NV,NZ 90-91 92°C 38A 
13.3200.01 Kadett E 1.6,1.6i eng.16SV, C16NZ, LZ 87-91 92°C 38A 
13.3200.01 Kadett E Cabrio 1.6 eng.16SV, C16NZ,LZ 86-93 92°C 38A 
11.5200.01 Kapitan (exc. E eng.)  88°C 32 
11.1100.01 Kapitan E-eng. 4/72- 82°C 29 
13.1200.01 Manta 1.2,1.2S,1.3,GT 1000 75-79 88°C 38 
13.1200.01 Manta 1.3-OHC eng.13N,13S 03/79-12/80 88°C 38 
13.3200.01 Manta 1.3 (OHC) eng. 13S 01/81-08/86 92°C 38A 
11.5200.01 Manta 1.6,1.9, 2.0 (1338018) 75-06/80 88°C 32 
13.1200.01 Manta 1.6,1.9  (1338042) 7/80-82 88°C 38 
13.1200.01 Manta 2.0 (1338042) 7/80-8/84 88°C 38 
11.2100.01 Manta 1.9E  75-77 88°C 29C 
11.2100.01 Manta 2.0E  77-88 88°C 29C 
11.2100.01 Manta 2.4E, 2.4 Diesel  9/81- 88°C 29C 
02.0001.01 Monterey 3.1TD,LTD  eng.C4JG 2 Isuzu 9/91- 82°C 8 
11.2100.01 Monza 2.0 eng.20E 83-84 88°C 29C 
11.5200.01 Monza 2.8, 3.0 (exc.AC) eng.28H, 30H 78-84 88°C 32 
11.2100.01 Monza 2.8, 3.0 (with.AC) eng.28H, 30H 78-84 88°C 29C 
13.1200.01 Olympia 1.2 67-71 88°C 38 
11.5200.01 Olympia 1.7, 1.9 67-71 88°C 32 
13.1200.01 Opel GT 1100 eng.11SR 68-73 88°C 38 
11.5200.01 Opel GT 1900  68-73 88°C 32 
11.5200.01 Opel Rallye 1.6S,1.9GT 70-75 88°C 32 
11.1100.01 Opel Rallye 20E 2.0 74-75 82°C 29 
11.5200.01 Rekord D 1.6 eng.16 72-80 88°C 32 
11.5200.01 Rekord D 1.7eng.17S 72-75 88°C 32 
11.5200.01 Rekord D,E 1.7eng.17N 72-6/80 88°C 32 
11.5200.01 Rekord D,E 1.9 eng. 19N,19SH 3/75-6/80 88°C 32 
11.5200.01 Rekord D,E 2.0 eng. 20N,20S 9/75-6/80 88°C 32 
13.1200.01 Rekord E 1.6 eng.16 80-86 88°C 38 
13.1200.01 Rekord E 1.7 eng.17N 80-82 88°C 38 
13.1200.01 Rekord E 1.9 eng.19N 80-82 88°C 38 
13.1200.01 Rekord E 2.0 eng.20N,20S 80-86 88°C 38 
11.2100.01 Rekord E 1.9 eng.19E 82-86 88°C 29C 
11.2100.01 Rekord E 2.0 eng.20E 77-84 88°C 29C 
11.2100.01 Senator Diesel  88°C 29C 
11.2100.01 Senator 2.0E  88°C 29C 
11.2100.01 Senator A 2.0 eng.20E 83-84 88°C 29C 
11.2100.01 Senator A 2.2 eng.22E 84-87 88°C 29C 
11.2100.01 Senator A 2.5 eng.25E 78-87 88°C 29C 
11.5200.01 Senator 2.8,3.0 (exc.AC) eng.28H,30H 78-84 88°C 32 
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11.2100.01 Senator 2.8,3.0 (with AC) eng.28H,30H 78-84 88°C 29C 
13.3200.01 Vectra A 1.4,1.4i eng.14NV 88-92 92°C  38A 
13.3200.01 Vectra A 1.6,1.6i eng.16NV,NZ 88-11/95 92°C  38A 
13.3200.01 Vectra B 1.6i eng.X16SZR-OHC 10/95- 92°C  38A 

PEUGEOT

11.3200.01 104 1.0 eng.XV3/5/8 73-84 82°C 30 
11.3200.01 104 1.1 eng.XW3,3S,7 76-84 82°C 30 
11.3200.01 104 1.2 eng.XZ5 76-84 82°C 30 
11.3200.01 104 1.3 eng.XY6B 76-84 82°C 30 
14.2200.02 104 1.3 eng.TU2 6/93-3/96 88°C 43B 
14.2200.02 106 1.0,1.0i eng.TU9,TU9M 91- 88°C 43B 
14.2200.02 106 1.0 Van eng.TU9 92- 88°C 43B 
14.2200.02 106 1.1,1.1i eng.TU1,YU1 91- 88°C 43B 
14.2200.02 106 1.1,1.1i Van eng.TU1 91- 88°C 43B 
11.3200.01 106 1.3 eng.TU2J2 94- 82°C 30 
14.2200.02 106 1.3 eng.TU2J2 6/93- 88°C 43B 
14.2210.02 106 1.4,1.4i eng.TU3 91- 88°C 43B 
14.2200.01 106 1.4,1.4i Van eng.TU2,TU3 92- 88°C 43 
14.2200.01 106 1.6i eng.TU5JP 93- 88°C 43 
14.2200.01 106 1.6i 16V eng.TU5J4P 96- 88°C 43 
02.0115.01 203 Benzin/Diesel  82°C 10 
11.3200.01 204 1.1 eng.XK4 71-76 82°C 30 
11.3200.01 205 1.0 eng.XV8 83-88 82°C 30 
14.2200.01 205 1.0,1.0i eng.TU9,TU9M 87- 88°C 43 
11.3200.01 205 1.1 eng.XW7 83-88 82°C 30 
14.2200.01 205 1.1,1.1i eng.TU1,TU1M 87- 88°C 43 
11.3200.01 205 1.1,1.1i Van eng.E,F,TU,XW 83-90 82°C 30 
11.3200.01 205 1.1,1.1i Van eng.TU 90-93 88°C 30 
11.3200.01 205 1.3,1.3i eng.TU2 83-93 82°C 30 
11.3200.01 205 1.4,1.4i eng.XY 83-87 82°C 30 
14.2200.01 205 1.4 eng.TU3 8/87- 88°C 43 
11.3200.01 205 1.6,1.6i eng.XU5 83-89 82°C 30 
14.2200.01 205 1.6 Auto eng.XU5 8/90-1/92 88°C 43 
14.2200.01 205 1.6i eng.XU5 7/87- 88°C 43 
11.3200.01 205 1.6i Auto eng.XU5 92- 82°C 30 
02.2120.01 205  1.7D  XUD7 92- 82°C 14C 
11.3200.01 205 1.9 Gti  eng.XU9 83-94 82°C 30 
02.2120.01 206 1.8D  DW8 98- 82°C 14C 
02.2120.01 206  1.9D DW8 98- 82°C 14C 
02.2120.01 206  2.0HDI   DW10 98- 82°C 14C 
11.3200.01 304 1.1 eng.XK5 75-80 82°C 30 
11.3200.01 304 1.3 eng.XL5 75-80 82°C 30 
11.3200.01 305 1.5 eng.XR5 (1337.30) 11/77-12/87 82°C 30 
11.3200.01 305 1.6 eng.XU5 (1337.30) 78-88 82°C 30 
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11.3200.01 305 1.6 Van eng.XU 83-91 82°C 30 
11.3200.01 305 1.9 eng.XU9S 78-88 82°C 30 
14.2200.01 306 1.1i eng.TU1 93- 88°C 43 
14.2200.01 306 1.4i eng.TU3 93- 88°C 43 
14.2200.01 306 1.6i eng.XU5 93- 88°C 43 
14.2200.01 306 1.8i 8V (Manual) eng.XU7 93- 88°C 43 
14.2210.01 306 1.8i 8V (Auto.) eng.XU7 93- 82°C 43A 
14.2200.01 306 2.0i 8V eng.XU10J2 93- 88°C 43 
11.3200.01 306 2.0i 16V (Auto.) eng.XU10J4 93-96 82°C 30 
02.2120.01 306  1.8D  XUD7 93- 82°C 14C 
02.2120.01 306  1.9D  DW8 98- 82°C 14C 
02.2120.01 306  1.9D/SD XUD9 93-97 82°C 14C 
02.2120.01 306  1.9TD  XUD9T 97- 82°C 14C 
02.2120.01 306  2.0 HDI  DW10 99- 82°C 14C 
14.2200.01 309 1.1,1.1i eng.TU1,TU1M 89-94 88°C 43 
14.2200.01 88°C 43 
11.3200.01

309 1.4,1.4i
eng.TU3M XL,XR,GL,GR,GT,XS.XT,SX 

88-94
82°C 30 

14.2200.01 88°C 43 
11.3200.01

309 1.6,1.6i
eng.XU5 GR,SR,XR,XS,SX.GT.GRI,GTI 

86-94
82°C 30 

14.2200.01 88°C 43 
  11.3200.01

309 1.9,1.9i
eng.XU9 GT,Gti,Sxi,Xsi,XR,XS,GR,SX 

86-
82°C 30 

  02.1100.01 309 1.1 eng. E1,  09/85-07/92 88°C 12 
  02.1100.01 309  1.3 eng.G1A,G1B,G2, 09/85-07/92 88°C 12 
  02.1100.01 309  1.6 eng J2 08/86-07/90 88°C 12 
  02.2120.01 309  1.7D  XUD7 92-94 82°C 14C 
  02.2120.01 309  1.9D  XUD9 92-93 82°C 14C 

02.0115.01 403 1.5, 1.6  82°C 10 
02.0115.01 403 1.9 Diesel  82°C 10 
02.0115.01 404 1.5, 1.6 eng.XC6/7  82°C 10 
02.0115.01 404 1.9 Diesel eng.XD88  82°C 10 
14.2200.01 405 1.4,1.4i eng.TU3 87-94 88°C 43 
14.2200.01 405 1.6 eng.XU5 87- 88°C 43 
11.3200.01 405 1.6i eng.XU5 7/92- 82°C 30 
14.2200.01 405 1.8i eng.XU7J 92-96 88°C 43 
11.3200.01 405 1.8i Auto eng.XU7J 7/92- 82°C 30 
14.2200.01 405 1.9,1.9i eng.XU92C 87-96 88°C 43 
12.2100.01 405 1.9 Diesel eng.XUD9 88-5/90 88°C 33B 
14.2200.01 7/92- 88°C 43 
11.3200.01

405 2.0i eng.XU10 
7/92- 82°C 30 

14.2200.01 405 2.0i 16V eng.XU9M16 92-96 88°C 43 
14.2200.01 406 1.6i eng.XU5JP 95- 88°C 43 
14.2200.01 406 1.6 eng.1580XU5 10/95-7/96 88°C 43 
11.3200.01 406 1.6 eng.1592XU5 7/96- 82°C 30 
14.2200.01 406 1.8i 8V eng.XU7JPL 95- 88°C 43 
14.2200.01 406 1.8 eng.XU7 10/95-7/96 88°C 43 
11.3200.01 406 1.8 eng.XU7 7/96- 82°C 30 
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11.3200.01 406 2.0 eng.XU10 7/96- 82°C 30 
02.2120.01 406  1.9TD   XUD9T 95-99 82°C 14C 
02.0115.01 504 1.8 eng.XN1 70-77 82°C 10 
02.0115.01 504 2.0 Diesel eng.XD88 74-81 82°C 10 
02.0115.01 504 2.1 Diesel eng.XD90 78-84 82°C 10 
02.0115.01 504 2.3 Diesel eng.XD2 10/81- 82°C 10 
02.0115.01 505 2.3 Diesel eng.XD2 10/81- 83 82°C 10 
02.0115.01 505 2.5 Diesel eng.XD3 (1337-66) 10/81- 83 82°C 10 
02.0115.01 604 2.3 Turbo Diesel eng.XD2S (1337-59) 1/80- 12/83 82°C 10 
14.2200.01 605 2.0,2.0i eng.XU10 10/89- 88°C 43 
11.3200.01 605 2.0i Auto eng.XU10 01/93  - 82°C 30 
14.2200.01 605 2.0 Turbo eng.XU10T 90- 88°C 43 
02.2120.01 607 2.0 HDi   DW10 00- 82°C 14C 
02.2120.01 607 2.2HDi 16V  DW12 00- 82°C 14C 
14.2200.01 806 1.8 eng.XU7 6/95-7/96 88°C 43 
11.3200.01 806 1.8 eng.XU7JP 7/96- 82°C 30 
14.2200.01 806 2.0i  eng.XU10J2 7/94- 88°C 43 
11.3200.01 806 2.0i Turbo eng.XU10J2TE 7/94- 82°C 30 
02.2120.01 806 2.0 HDi   DW10 99- 82°C 14C 
02.2120.01 806 2.1 TD    XUD11 96- 82°C 14C 
02.2120.01 807 2.0 HDi  16V  DW10 92- 82°C 14C 
02.2120.01 807 2.2 HDi  16V  DW12 92- 82°C 14C 
11.3200.01 Boxer 2.0i eng.XU10J2U 2/94- 82°C 30 
02.2120.01 Boxer 1.9D  XUD9 94- 82°C 14C 
11.3200.01 Expert 1.8i eng.XU7 7/96- 82°C 30 
12.2100.01 J 5 1.9 Diesel eng.XUD9 87- 88°C 33B 
14.2200.01 Partner 1.1i eng.TU1M 6/96- 88°C 43 

  14.2200.01 Partner 1.4i eng.TU3JP 6/96- 88°C 43 
  02.2120.01 Partner 1.8D  XUD7 06/96- 82°C 14C 
  02.2120.01 Partner 1.9D  XUD9 06/96- 82°C 14C 
  02.2120.01 Partner 1.9D  XUD8 10/98- 82°C 14C 

14.2200.01 Ranch 1.4 eng.TU3 6/96- 88°C 43 
02.2120.01 Ranch 1.8D  XUD7 06/96- 82°C 14C 
02.2120.01 Ranch 1.9D  XUD9 06/96- 82°C 14C 
02.2120.01 Ranch 1.9D  DW8 11/98- 82°C 14C 

PORSCHE

11.1110.01 924 2.0      09/77- 82°C 29A 

RELIANT

02.0001.02 Kitten 848cc 76-82 82°C 8A 
02.0001.02 Rebel 598cc, 701cc 64-73 82°C 8A 
02.0001.02 Regal TW7A 600cc 65-67 82°C 8A 
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02.0001.02 Regal TW7B 600cc, TW7C 700cc 21E 67-73 82°C 8A 
02.0001.02 Regal TW9C, TW9E 74- 82°C 8A 
02.0001.02 Rialto 748cc 82- 82°C 8A 
02.0001.02 Robin 748cc 73-81 82°C 8A 
11.5200.01 Sabre 4.6, 6GT 60-64 88°C 32 
11.5200.01 Sabre 1.8i Turbo eng. Nissan CA18ET 92- 88°C 32 
11.5200.01 Scimitar 2.5, 2.5 V6 64-70 88°C 32 
11.2100.01 Scimitar 2.8i GTE,GTC eng.PYA 80-90 88°C 29C 
13.1200.01 SS1 1.3,1.4,1.6 eng.Ford CVH 85-90 88°C 38 
11.5200.01 SS1 1.8i Turbo eng. Nissan CA18ET 86-93 88°C 32 

RENAULT

11.3200.01 R5 Super 5 1.6 Diesel eng.F8M 86-92 82°C 30 
11.3200.01 R5 1.6 Diesel Van eng.F8M 86- 82°C 30 
14.2200.01 R5 Super 5 1.7 eng.F2N,F3N 87-91 88°C 43 
11.3200.01 R9 1.6 Diesel,TD,GTD eng.F8M 82-89 82°C 30 
14.2200.01 R9 1.7 TX,GTX,TXE eng.F2N,F3N 82-89 88°C 43 
11.3200.01 R11 1.6 Diesel,TD,GTD eng.F8M 82-89 82°C 30 
14.2200.01 R11 1.7 TX,GTX,TXE,GTE eng.F2N,F3N 82-89 88°C 43 
11.3200.01 R14 1.2 eng.129.00 76-83 82°C 30 
14.2200.01 R14 1.2 eng.X5J.00 09/82-6/83 88°C 43 
11.3200.01 R14 1.4 eng.145.00 7/76-6/79 82°C 30 
14.2200.01 R14 1.4 eng.150.00 76-83 88°C 43 
14.2200.01 R19 1.6 16V (C535) 88-96 88°C 43 
14.2200.01 R19 1.7 eng.F2N,F3N 88-96 88°C 43 
14.2200.01 R19 1.8i eng.F3P 92-96 88°C 43 
14.2200.01 R19 1.8i 16V eng.F7P 88-96 88°C 43 
11.3200.01 R19 1.9 Diesel eng.F8Q 88-96 82°C 30 
11.3200.01 R19 1.9 Turbo Diesel,Van eng.F8Q 

(7700723945)
89- 82°C 30 

14.2200.01 R19 Chamade 1.6 16V 88-96 88°C 43 
14.2200.01 R19 Chamade 1.7 eng.F2N,F3N 88-96 88°C 43 
11.3200.01 R19 Chamade 1.7i TXI 9/89- 82°C 30 
14.2200.01 R19 Chamade 1.8i eng.F3P 88-96 88°C 43 
14.2200.01 R19 Chamade 1.8i 16V eng.F7P 92-96 88°C 43 
11.3200.01 R19 Chamade 1.9 Diesel eng.F8Q 88-96 82°C 30 
12.8100.02 R19 Chamade 1.9 TD  F8Q 90-95 82°C 37B 
14.2200.01 R21 1.7 eng.F2N,F3N,F3R 86-95 88°C 43 
14.2200.01 R21 1.7i TSE 5/92- 88°C 43 
11.3200.01 R21 1.9 Diesel eng.F8Q 86-95 82°C 30 
14.2200.01 R21 Newada 1.7 TL,GTS 10/86- 88°C 43 
14.2200.01 R21 Newada 1.7i TSE 5/92- 88°C 43 
14.2200.01 R21 Newada 2.0 GTS,TL,TS 10/86- 88°C 43 
14.2200.01 Clio 1.7i eng.F2N 90-98 88°C 43 
14.2200.01 Clio 1.8i eng.F3P 90-98 88°C 43 
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14.2200.01 Clio 1.8i 16V eng.F7P 90-98 88°C 43 
11.3200.01 Clio 1.9 Diesel eng.F8Q 90-98 82°C 30 
11.3200.01 Clio 1.9 Diesel Van eng.F8Q 90- 82°C 30 
14.2200.01 Clio 2.0i 16V Wiliams eng.F7R 90-98 88°C 43 
14.2200.01 Clio (1998) 1.8i 16V eng.F7P 98- 88°C 43 
11.3200.01 Clio (1998) 1.9 Diesel eng.F8Q 98- 82°C 30 
14.2200.01 Espace 2.0 eng.F3R 10/96- 88°C 43 
12.3100.01 Espace 2.8 V6 eng.Z7W 4/91-8/96 88°C 34 
11.3200.01 Espace 1.9 Diesel   82°C 30 
11.3200.01 Express/Extra 1.6 Diesel eng.F8M 89- 82°C 30 
11.3200.01 Express/Extra 1.9 Diesel eng.F8Q 85- 82°C 30 
12.3100.01 Jeep CJ7,CJ8 E 85- 88°C 34 
14.2200.01 Kangoo 1.9 Diesel eng.F8Q 98- 88°C 43 
14.2200.01 Laguna/Nevada 1.8i eng.F3P 

2.0i 8V eng.F3R 
1/94- 88°C 43 

14.2200.01 Laguna/Nevada 2.0i 8V eng.F3R 1/94- 88°C 43 
11.2100.01 Laguna/Nevada 2.0 16V eng.N7Q 3/95- 88°C 29C 
14.2200.01 Laguna/Nevada II 1.8i eng.F3P 5/98- 88°C 43 
14.2200.01 Laguna/Nevada II 2.0i 8V eng.F3R 5/98- 88°C 43 
11.2100.01 Laguna/Nevada II 2.0 eng.N7Q 7.04 5/98- 88°C 29C 
11.2100.01 Laguna/Newada/Estade 2.0 16V 05/95- 88°C 29C 
11.3200.01 Master 2.2 eng.J7T 80- 82°C 30 
14.2200.01 Megane/Scenic/Clasic 1.6e eng.K7M 95- 88°C 43 
14.2200.01 Megane/Scenic/Clasic 2.0i 8V eng.F3R  95- 88°C 43 
14.2200.01 Megane/Scenic/Clasic 2.0i 16V eng.F7R 95- 88°C 43 
14.2200.01 Megane/Scenic/Clasic 1.9 D/TD eng.F8Q  95- 88°C 43 
14.2200.01 Megane/Scenic/Clasic 1.9 TDi eng.F9Q 97- 88°C 43 
11.2100.01 Safrane2.0i eng.N7Q 96- 88°C 29C 
11.2100.01 Safrane2.5i eng.N7U 96- 88°C 29C 
02.0001.02 Safrane 2.5 Turbo Diesel eng.J8S 86-89 82°C 8A 
14.2200.01 Savanna 1.7 GTS eng.F2N 5/89- 88°C 43 
14.2200.01 Spider 2.0 16V eng.F7R 1/96- 88°C 43 
14.2200.01 Trafic 1.7,1.7(T/P.8) eng.F1N 80- 88°C 43 

ROVER

11.3210.01 Austin Allegro 1.1 eng. 11H 05/73-12/82 82°C 30A 
11.3210.01 Austin Allegro 1.3 eng. 12H 05/73-12/82 82°C 30A 
11.4100.01 Austin Allegro 1.5 eng. 15H  05/73-12/82 82°C 31 
11.4100.01 Austin Allegro 1.7 eng. 17H 05/73-12/82 82°C 31 
11.4100.01 Ambassador  01/82-12/84 82°C 31 
11.6200.01 Maestro 1.3 eng. 12H959 03/83-01/96 88°C 32A 
11.6200.01 Maestro 1.3 eng. 12HA/C 03/83-06/90 88°C 32A 

  11.6200.01 Maestro 1.6 eng. 12H959 03/83-10/84 88°C 32A 
  11.6200.01 Maestro 1.6 eng. 12HA/B/C 03/83-04/92 88°C 32A 
  11.6200.01 Maestro 1.6 eng. ROVE10 03/83-10/88 88°C 32A 
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  11.6200.01 Maestro 2.0 eng. 20HA/B/C 03/83-11/91 88°C 32A 
  02.0001.02 Marina 1.3 eng. 12H 01/71-12/80 82°C 8A 
  11.4100.01 Marina 1.7 eng. 17H 01/78-12/80 82°C 31 
  02.0001.02 Marina 1.8 eng. ICV2L 01/71-12/80 82°C 8A 
  11.6200.01 Metro 1.0 eng. 99H 10/80-09/90 88°C 32A 
  15.1200.01 Metro 1.1 eng. 11K2A/B/D 05/90-01/95 88°C 46 
  11.6200.01 Metro 1.3 eng. 12H 02/81-09/90 88°C 32A 
  15.1200.01 Metro 1.4 eng. 14K2A/B/D 05/90-01/95 88°C 46 
  15.2100.02 Metro 1.4 D eng. 10FTO 05/92-01/95 88°C 47 
  02.0001.02 Mini 0.9-850  eng. 85H 12/59-10/74 82°C 8A 
  11.6200.01 Mini 0.9-850  eng. 85H 10/80-09/82 88°C 32A 
  02.0001.02 Mini 1.0-1000  eng. 99H 01/61-10/74 82°C 8A 
  11.6200.01 Mini 1.0-1000  eng. 99H 04/70-08/90 88°C 32A 
  11.6200.01 Mini 1.1-1100  eng. 10H 10/80-09/82 88°C 32A 
  02.0001.02 Mini 1.3-1300  eng. 12FA 01/63-10/74 82°C 8A 
  11.6200.01 Mini 1.3-1300  eng. 12A2A/B/D/E 09/90- 88°C 32A 
  11.6200.01 Montego 1.3 eng. 12HA37 05/84- 88°C 32A 
  11.6200.01 Montego 1.6 eng. 16HA35 05/84- 88°C 32A 
  11.6200.01 Montego 2.0 eng. 20HA/B/D 05/84- 88°C 32A 
  11.4200.01 Princess 1.7 eng.17H 01/75-12/81 82°C 31 
  11.4200.01 Princess 2.0 eng.20HA 01/75-12/81 82°C 31 
  11.6200.01 SD1  2.0-2000 01/82-10/86 88°C 32A 
  11.6200.01 SD1  2.3-2300 10/80-12/81 88°C 32A 
  11.6200.01 SD1  2.6-2600 09/82-01/87 88°C 32A 
  02.0001.02 Serie 100  1.1 … 111 eng. 11K2A/B 09/90- 82°C 8A 
  15.1200.01 Serie 100  1.1 … 111 eng. 11K2A/B/D 09/90- 88°C 46 
 02.0001.02 Serie 100  1.4 … 114 eng. 14K2A 09/90- 82°C 8A 
 15.1200.01 Serie 100  1.4 … 114 eng. 14K2A/D 09/90-12/92 88°C 46 
 02.0001.02 Serie 100  1.4 … 114 eng. 14K2A/D 09/90- 88°C 8A 
 02.0001.02 Serie 100  1.4 16V … 114 eng. 14K4C/D/F 09/90- 88°C 8A 
 15.1200.01 Serie 100  1.4 16V … 114 eng. 14K4C/D/F 09/90-12/92 88°C 46 
 15.2100.02 Serie 100  1.4D … 114 eng. 10FTO 05/92- 88°C 47 
 15.2100.02 Serie 100  1.5D … 115 eng.  VJZ 05/95- 88°C 47 
 02.0001.02 Serie 200  1.4 … 214 eng. 14K2A 10/89- 82°C 8A 
 15.1200.01 Serie 200  1.4 … 214 eng. 14K2F 11/95- 88°C 46 
 02.0001.02 Serie 200  1.4 … 214 16V eng. 14K4C/D 10/89- 82°C 8A 
 11.6210.01 Serie 200  1.4 … 214 16V eng. 14K4C/D/F 10/89-03/96 88°C 32B 
 15.1200.01 Serie 200  1.4 … 214 16V eng. 14K4F 11/95- 88°C 46 
 15.1200.01 Serie 200  1.6 … 216 16V eng. 16K4F 11/95- 88°C 46 
 15.1200.01 Serie 200  1.8 … 218 16V eng. 18K4K 03/96- 88°C 46 
 02.0001.02 Serie 400  1.4 … 414 16V eng. 14K4C/D 03/90-03/91 82°C 8A 
 15.1200.01 Serie 400  1.4 … 414 16V eng. 14K4C/D/F 09/91- 88°C 46 
 15.1200.01 Serie 400  1.6 … 416 16V eng. 16K4F 05/95- 88°C 46 
 15.1200.01 25  1.4  16V eng. 14K 12/99- 88°C 46 
 15.1200.01 25  1.6  16V eng. 16K 12/99- 88°C 46 
 15.1200.01 25  1.8  16V eng. 18K 12/99- 88°C 46 
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 15.1200.01 45  1.4  16V eng. 14K4F 01/00- 88°C 46 
 15.1200.01 45  1.6  16V eng. 16K4F 01/00- 88°C 46 
 15.1200.01 45  1.8  16V eng. 18K4F 01/00- 88°C 46 
 15.1200.01 75  1.8  16V eng. 18K4F 02/99- 88°C 46 

SAAB

11.6210.01 99  1.7   11/67- 88°C 32B 
11.6210.01 99  1.8     11/67- 88°C 32B 
11.6200.01 99  1.9  eng. SAAB021 11/67-07/74 88°C 32A 
11.6200.01 99  2.0  eng. SAAB02  12/67-07/74 88°C 32A 
11.2130.01 900 2.0 eng. B20C 05/78-09/93 88°C 29G 

SCANIA

12.4100.01 Trucks: L 50,L 56,L 75,L 76,L 80 
LB 80,K 82,L 81,LB 81,LD 81, 
L 85,LB 85,LS 85,LBS 85 

 82°C 34A 

12.4100.01 Trucks: L 86,LB 86,LD 86,LS 86, 
LBS 86,LDS 86 

 82°C 34A 

12.4100.01 Trucks: BR 86,CR 86,B 86,BF 86,BR 86, 
L 140,LB 140,LS 140,LBS 140,LBT 140 

 82°C 34A 

12.4100.01 Trucks: LT 145,M 142 77-on 82°C 34A 
12.4100.01 Trucks:B 111,BF111,BR112,K112 80-on 82°C 34A 
12.4100.01 Engines: D5,DS5,D8,D8L03,DS8,DS8L06  82°C 34A 

SEAT

11.5200.01 124 Sport Coupe 820 1.8 eng.124B 74-76 88°C 32 
11.5200.01 127 AP -6/75 88°C 32 
11.5200.01 131 1.6 eng.132C 72-75 88°C 32 
11.5200.01 133, N, 133 E special 76- 88°C 32 
11.5200.01 850, 850 E special, 850 Sport 76- 88°C 32 
11.5200.01 1430,1430 E special 1.6 76- 88°C 32 
02.0001.02 1500 72- 82°C 8A 
11.2120.01 Alhambra 1.9 TDI eng.1Z 7/96-  88°C 29E 
11.2120.01 Alhambra 2.0i eng.ADY 7/96-  88°C 29E 
11.2100.01 Cordoba 1.4i eng. AAE 93-  88°C 29C 
11.2100.01 Cordoba 1.6i eng. AAE 93-  88°C 29C 
11.2100.01 Cordoba 1.8i eng. AAM 93-  88°C 29C 
11.2100.01 Cordoba 1.8i 16V GT eng.ADL/ADZ 3/94-  88°C 29C 
11.2100.01 Cordoba 1.9 Diesel eng.1Y 93-  88°C 29C 
11.2100.01 Cordoba 1.9 Turbo Diesel eng.AAZ,AFN,1Z 93-  88°C 29C 
11.2100.01 Cordoba 2.0i eng. AAM 93-  88°C 29C 
11.1100.01 Cordoba 2.0i 16Veng.ABF 7/96-  82°C 29 
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11.2100.01 Ibiza 1.2 eng. 021A1 84-92 88°C 29C 
11.2100.01 Ibiza 1.5, 1.5i eng. 021A2 84-2/93 88°C 29C 
11.1100.01 Ibiza (1993) 1.05 eng. AAU 3/93- 82°C 29 
11.1100.01 Ibiza (1993) 1.3 eng. 2G 3/93-7/94 82°C 29 
11.1100.01 Ibiza (1993) 1.3i eng. AAV 3/93-7/94 82°C 29 
11.2100.01 Ibiza (1993) 1.4i eng. ABD 11/93- 88°C 29C 
11.2100.01 Ibiza (1993) 1.6i eng. 1F/AFT, ABU 93- 88°C 29C 
11.2100.01 Ibiza (1993) 1.8i eng. AAM,ABS, ADL 93- 88°C 29C 
11.2100.01 Ibiza (1993) 1.8i 16V eng. ADL 93- 88°C 29C 
11.2100.01 Ibiza (1993) 1.9 Diesel eng.1Y  93- 88°C 29C 
11.2100.01 Ibiza (1993) 1.9 SDI eng.AEY  93- 88°C 29C 
11.2100.01 Ibiza (1993) 1.9 Turbo Diesel 

eng.AAZ/AHV/1Z
93- 88°C 29C 

11.2100.01 Ibiza (1993) 2.0i eng. 2E  93- 88°C 29C 
11.1100.01 Ibiza (1993) 2.0 16V eng.ABF  93- 82°C 29 
11.2120.01 Inca 1.6  1F  95-97 88°C 29E 
11.2100.01 Malaga 1.2 eng. 021A1  84-92 88°C 29C 
11.2120.01 Inca 1.7 SDI AHB  09/96- 88°C 29E 
11.2120.01 Inca 1.9 D/SDI 1Y, AEY, AYQ 11/95- 88°C 29E 
11.2120.01 Inca 1.9 TDI 09/96- 88°C 29E 
11.2120.01 Malaga 1.2 eng. 021C  0.5/85- 88°C 29E 
11.2100.01 Malaga 1.5 eng. 021A2  84-92 88°C 29C 
11.2120.01 Malaga 1.5 eng. 021A, 021B, 021C 84-87 88°C 29E 
11.2100.01 Ronda 1.2 eng. 021A1  84-88 88°C 29C 
11.2100.01 Ronda 1.5 eng. 021A2  84-88 88°C 29C 
11.2100.01 Ronda 1.6 eng. 1592  82-84 88°C 29C 
11.1100.01 Terra 1.3,1.4- Diesel 90- 82°C 29 
11.2100.01 Toledo 1.6 eng.ABN,EZ  91- 88°C 29C 
11.2100.01 Toledo 1.6i eng. 1F  91- 88°C 29C 
11.2100.01 Toledo 1.8i 8V eng. ABS,RP  91- 88°C 29C 
11.2100.01 Toledo 1.8i 16V eng. KR,PL  91- 88°C 29C 
11.2100.01 Toledo 1.9 Diesel eng. 1Y  91- 88°C 29C 
11.2100.01 Toledo 1.9 Turbo Diesel eng. AAZ  91- 88°C 29C 
11.2100.01 Toledo 2.0i 8V, 2.0i 16V eng. 2E 91- 88°C 29C 
11.2100.01 Toledo 2.0i 16V eng. ABF 91- 88°C 29C 

SKODA

02.0115.01 1000MB  82°C 10 
02.0115.01 100,100S,100L,110L,110LS,110R Coupe,  

110 L Rallye    
70- 82°C 10 

02.0113.01 105,105S,105L,105GL,105LS,120L,120LS,
120GLS,120Coupe Rapid, Rapid 1.3 130G,
Rapid 1.3 S 135L,GL, (113-095090) 

76-

        84- 

80°C 9 
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02.0113.01 80°C 9 

02.0114.01

Favorit 135L,E,LE,LSE, Favorit 136,

Favorit 1.3 GLX,L,LX 
 (114-095090) 

88-

88°C 9A 

02.0113.01 Felicia 1.3i LX,GLX eng.1289_135CP 
(114-095090)

-02/96 80°C 9 

02.0114.01 Felicia 1.3i eng.1289 135CP  
(114-095090)

-02/96 88°C 9A 

02.0113.01 80°C 9 
  02.0114.01 

Felicia 1.3i ;Wagon LX,GLX  
(114-095090)

-02/96
88°C 9A 

11.2100.01 Felicia 1.9D (068 121 113H) 10/96- 88°C 29C 
13.6200.01/K1 Felicja  1.3  135/136MPI 07/96-12/97 88°C 54 

02.0113.01 80°C 9 
02.0114.01

Forman 135,136
Forman 1.3 L,LS,LSi
(114-095090)

89- 88°C 9A 

19.1100.01 Fabia 1.4 16V eng. AUA/AUB 10/99- 87°C 56 
13.6200.01/K2 Fabia 1.4  eng. AME 10/99- 88°C 55 

11.2120.01 Fabia 1.9 SDi  eng. ASY 10/99- 87°C 29E 
11.2120.01 Fabia 1.9 SDi  eng. ATD 02/00- 87°C 29E 
19.1100.01 Octavia 1.4 eng. AMD 02/99- 87°C 56 
14.1200.01 Octavia 1.6 eng. AEH/AKL 04/97- 88°C 42 
19.1100.01 Octavia 1.6 eng. AEE 05/98- 87°C 56 
14.1200.01 Octavia 1.8 20V  eng. AGN/AGU 10/96- 88°C 42 
11.2120.01 Octavia 1.9 SDi  eng. AGP 05/97- 88°C 29E 
11.2120.01 Octavia 1.9 TDi  eng. AHF/AGR 05/96- 88°C 29E 
14.1200.01 Octavia 2.0 eng. AQY 05/99 88°C 42 
02.0113.01 80°C 9 
02.0114.01

Pick-up 1.3 L,LX 
(114-095090)

-02/96
88°C 9A 

STAR

02.1000.01 Star 742 (eng. 4CT107)  
(P2485613; 2.79.011) 

 82°C 11 

09.0100.03 Engines: 359, T359 (TF 68.80)  80°C 18A 
09.0100.11 Engines: TI 359 EJ  (0601.5020)  80°C 20 

STEYR … DAILMLER … PUCH

12.3100.01 Trucks: 230 G,230 GE,280 GE, 
(M 110E,M 115,M 115E 23 eng.) 

1/69- 88°C 34 

12.1100.01 Trucks: 240 GD,300 GD, 
(OM 616,OM 617 eng.) 

1/69- 82°C 33 

12.4100.01 Engines:WD 311.44/45  82°C 34A 
12.4100.01 Tracktors: 8055,8055 S,8055 P, 

8055 AS,8055 AP 
 82°C 34A 
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SUBARU

02.0001.02 1600 1.6 eng. A33/43, AB2, AF2 77-90 82°C 8A 
02.0001.02 1800 1.8 eng. AB4, AF5 81-85 82°C 8A 
02.0001.02 1800 1.8 Turbo eng.L 85-90 82°C 8A 
02.0001.02 1800 1.8 Turbo eng. AB4, AF5 81-85 82°C 8A 
02.0001.02 Brat 1.8 4x4 Pick-up (MV) 85- 82°C 8A 
02.0001.02 Impreza 1.6 eng.EJ16E 3/93- 82°C 8A 
02.0001.02 Impreza 1.8 eng.EJ18E 3/93-2/96 82°C 8A 
02.0001.02 Impreza 2.0 eng.EJ20GE 6/94- 82°C 8A 
02.0001.02 Legacy 1.8 eng.EJ18 11/89- 82°C 8A 
02.0001.02 Legacy 2.0 eng.EJ20 11/89-12/94 82°C 8A 
02.0001.02 Legacy 2.2 eng.EJ22 11/89-12/94 82°C 8A 
02.0001.02 Leone 1.3 eng.EA65 12/80-12/87 82°C 8A 
02.0001.02 Leone 1.6 eng.EA71 11/79-12/92 82°C 8A 
02.0001.02 Leone 1.8 eng.EA81,EA82 11/79-3/93 82°C 8A 
02.0001.02 M.V 1.6 4x4 Pick-up 77- 82°C 8A 
02.0001.02 M.V 1.8 4x4 Pick-up 77- 82°C 8A 
02.0001.02 SVX 3.3 GT 24V 6cyl. 7/92- 82°C 8A 
02.0001.02 XTi 1.8i Coupe 86-89 82°C 8A 

TALBOT (F),(UK)

11.6200.01 Husky, IMP (875 ccm) 78-81 88°C 32A 
13.1200.01 Matra M530,M530 A,M530 LX u.5X  88°C 38 
11.3210.02 Samba 0.9, 1.0, 1.1, 1.4 82-86 88°C 30C 
12.4100.01 Tagora 2.6 SX V6 81- 82°C 34A 
02.1100.01 Horizon 1.1 eng E1A, E1, BTC, VP 

   1.3 eng G1, G2 
01/78-07/85
01/78-01/81

88°C 12 

02.1100.01 Horizon 1.4 eng Y1, Y2 
1.6 eng  J1B, J2A, J2S 

10/78-01/81
07/82-07/86

88°C 12 

TOYOTA

13.4100.01 Camry 1.8 ( SV 10, SV 11)  eng. 1S 83-87 82°C 40 
13.4100.01 Camry 1.8 Diesel DX,GL 2/83- 82°C 40 
13.4100.01 Camry 1.8  Turbo Diesel (CV10) 

eng.1C,TL,L
84-88 82°C 40 

13.4100.01 Camry 2.0 (SV10, SV11) eng. 2SE 83-87 82°C 40 
13.4100.01 Camry 2.0i (SV20, SV21, SV22)

eng. 2CT, 3SFE 
87-91 82°C 40 

13.4100.01 Camry 2.0 Turbo Diesel  
(CV10,CV20) eng. 2CT 

88-91 82°C 40 

13.4100.01 Camry 2.0 Diesel 89- 82°C 40 
13.4100.01 Camry 2.2i (SXV10) eng. 5SFE 91- 82°C 40 
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13.4100.01 Camry 2.5 GXi,Kombi Gxi  88- 82°C 40 
13.4100.01 Carina II 1.6 (AT150, ST151) eng. 4AL, 

4ALC
84-88 82°C 40 

13.4100.01 Carina II 1.6 (inc.16V) (AT17) eng. 4AGEL 88-92 82°C 40 
13.4100.01 Carina II 2.0 (ST17) eng. 3S-FE 88-92 82°C 40 
13.4100.01 Carina II 2.0 Diesel (CT150, CT170) 

eng.2CL
84-92 82°C 40 

13.4100.01 Carina E 1.6i 16V eng. 4AFE 92- 82°C 40 
13.4100.01 Carina E 1.8i 16V eng. 7AFE 92- 82°C 40 
13.4100.01 Carina E 2.0i 16V eng. 3SFE 92- 82°C 40 
13.4100.01 Carina E 2.0 Diesel eng. 2C 92- 82°C 40 
13.4100.01 Celica 1.6 ST 77-12/79 82°C 40 
13.4100.01 Celica 1.6 ST,Coupe,Cabrio 8/83-8/85- 82°C 40 
13.4100.01 Celica 1.6,GT 9/85- 82°C 40 
13.4100.01 Celica 1.6 GT,Coupe,Cabrio 1/80-1/82 82°C 40 
13.4100.01 Celica 1.6 16V GT,Coupe, Cabrio 8/83-9/86 82°C 40 
13.4100.01 Celica 1.6 Sti Coupe 3/90- 82°C 40 
13.4100.01 Celica 1.8i eng. 7 AFE 88-90 82°C 40 
13.4100.01 Celica 1.8i eng. 7AFE 90- 82°C 40 
13.4100.01 Celica 1.8i 16V Coupe Plus  82°C 40 
13.4100.01 Celica 2.0 GT 2/78- 82°C 40 
13.4100.01 Celica 2.0 GT,Coupe,Cabrio 2/82-7/83 82°C 40 
13.4100.01 Celica 2.0 GT 4x4 88- 82°C 40 
13.4100.01 Celica 2.0 Cabrio GT  87- 82°C 40 
13.4100.01 Celica 2.0i GT(ST16) eng. 3SGE 86-88 82°C 40 
13.4100.01 Celica 2.0i 16V (ST19, ST 18) eng. 3SGE 88-90 82°C 40 
13.4100.01 Celica 2.0i 16V ( ST19, ST18) eng. 3SGE 90- 82°C 40 
13.4100.01 Celica 2.0i 16V Turbo 4WD 3/90 82°C 40 
13.4100.01 Corolla 1.3 ( EE80.90) eng. 2E 83-87 82°C 40 
13.4100.01 Corolla 1.3 (EE80, 90) eng. 2E 87-92 82°C 40 
13.4100.01 Corolla 1.4 Xli  7/92- 82°C 40 
13.4100.01 Corolla 1.5, 1.5i 86- 82°C 40 
13.4100.01 Corolla 1.6,1.6DX eng. 4AC 85- 82°C 40 
13.4100.01 Corolla 1.6 DX eng. 2T 10/86- 82°C 40 
13.4100.01 Corolla 1.6 Gli,Si  7/92- 82°C 40 
13.4100.01 Corolla 1.6 Tercel Xli, Kombi 4x4  10/87- 82°C 40 
13.4100.01 Corolla 1.6i ( AE 92/ 95) eng. 4AF 87- 82°C 40 
13.4100.01 Corolla 1.6i 16V ( AR 92/95) eng. 4AGE 88- 82°C 40 
13.4100.01 Corolla 1.8 Diesel (CE80) eng. 1C 85-92 82°C 40 
13.4100.01 Corolla 2.0 Diesel ( CE100) eng. 2C 92- 82°C 40 
13.4100.01 Cressida 2.0 Gli  11/82-12/84 82°C 40 
13.4100.01 Cressida 2.0 Diesel,DX 9/81-12/84 82°C 40 
13.4100.01 Cressida 2.0 Kombi Diesel 11/82-12/84 82°C 40 
13.4100.01 Hi- Ace 1.8, Van (YH50) eng. 2Y 83-85 82°C 40 
13.4100.01 Hi-Ace 1.8, Van ( YH50) eng. 2Y 85- 82°C 40 
13.4100.01 Hi-Ace 2.0 (909.16.030.46) 85-91 82°C 40 
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13.4100.01 Hi- Lux 1.8 Pick - up ( LN85) eng. 2Y 89- 82°C 40 
13.4100.01 Hi- Lux 1.8 Van (LN 90, YN50/52) eng. 2Y 89- 82°C 40 
13.4100.01 Landcruiser 4.2 D, TD SW 1/90- 82°C 40 
13.4100.01 Lite … Ace 2.0 Diesel, Van eng. 2C 92- 82°C 40 
13.4100.01 Lite - Ace 2.2 Diesel, Van eng. 4EC 92- 82°C 40 
13.4100.01 Model F 1.8 GL 83-86 82°C 40 
13.4100.01 Model F 2.0 Super,GL 2/86-1/90 82°C 40 
13.4100.01 MR2 1.6i 16V (AW10/11) eng. 4 A …GE 85-90 82°C 40 
13.4100.01 MR2 2.0i 16V  90- 82°C 40 
13.4100.01 Paseo 1.5i 16V  82°C 40 
13.4100.01 Picnic 2.0i 16V 3/97- 82°C 40 
13.4100.01 RAV4 2.0i 16V eng. 3S … FE 94- 82°C 40 
13.4100.01 Space Cruiser 1.8 (YR20) eng. 2Y 83-90 82°C 40 
13.4100.01 Space Cruiser 2.0 (YR20) eng. 3Y 85- 82°C 40 
13.4100.01 Starlet 1.0 ( KP60/70, EP 70) eng. 1E 84- 82°C 40 
13.4100.01 Starlet 1.3 (KP60/70, EP70) eng. 2E 84- 82°C 40 
13.4100.01 Starlet 1.4 Diesel XLD 87- 82°C 40 
02.2110.01 Supra  3.0  82°C 14B 
13.4100.01 Tercel 1.3 eng. 2A 79- 82°C 40 
13.4100.01 Tercel 1.4 4WD 10/82- 82°C     40 
13.4100.01 Tercel 1.5 eng. 3A 82- 82°C     40 
13.4100.01 Tercel 1.6 16V 4WD  82°C 40 
13.4100.01 Tercel 1.3( AL20) eng. 2A 82-85 82°C 40 
13.4100.01 Tercel 1.4 ( inc. 4x4)(AL25) eng. 3A  83-88 82°C 40 

TRABANT

11.1100.01  82°C 29 
11.2100.01

1.1 eng. Volkswagen 
 88°C 29C 

TVR

13.1200.01 Tasmin 2.0  88°C 38 
11.1100.01 Tasmin 2.8 V6, 280i, Turbo  82°C 29 

VAUXHALL

13.1200.01 88°C 38 
13.3200.01

Astra, Astra Van, Max 
1.0,1.2,1.3,1.4 Benzine 

79-
92°C 38A 

13.1200.01 88°C 38 
13.3200.01

Astra, Astra Van, Max 
1.6,1.6i eng.16SV 

79-
92°C 38A 

13.3200.01 Astra(1991) 1.4i 8V eng.C14SE,NZ 91-98 92°C 38A 
13.3200.01 Astra(1991) 1.4i Van eng.14NV,NZ 91-98 92°C 38A 
13.3200.01 Astra(1991) 1.6i 8V eng.C16N,NZ, SE,SZ 91-98 92°C 38A 
13.3200.01 Astra(1991) 1.6i Van eng.16NZ 91-98 92°C 38A 
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11.5200.01 Carlton 2.0 eng.20E 78-80 88°C 32 
13.3200.01 Astra(1998), Astra(1998) Van 

 1.6i 8V eng.C16 
98- 92°C 38A 

13.1200.01 88°C 38 
13.3200.01

Belmont 1.3,1.4,1.6-16SV 85- 
92°C 38A 

13.1200.01 88°C 38 
13.3200.01

Belmont 1.6 eng.16SV 86-91 
92°C 38A 

13.1200.01 Carlton 2.0 eng.20E 80-86 88°C 38 
11.5200.01 Cavalier (RWD) 1.3 eng.13 75-81 88°C 32 
11.5200.01 Cavalier (RWD) 1.6 eng.16S 76-81 88°C 32 
11.5200.01 Cavalier (RWD) 1.9 eng.19S 76-77 88°C 32 
13.1200.01 Cavalier (RWD) 2.0 eng.20S 78-81 88°C 38 
13.3200.01 Cavalier (FWD) 1.3 eng.13S 81-88 92°C 38A 
13.3200.01 Cavalier (1988) 1.4i eng.C14 88-95 92°C 38A 
13.3200.01 Cavalier (1988) 1.6i eng.C16 88-95 92°C 38A 
11.5200.01 Chevenne 1.3 72-82 88°C 32 
11.5200.01 Chevette 1.3 75-84 88°C 32 
13.3200.01 Combo 1.4i Van eng.C14NZ,SE 93- 92°C 38A 
13.3200.01 Corsa 1.2i 8V eng.C12NZ,X12S2 93- 92°C 38A 
13.3200.01 Corsa 1.4i 8V eng.C14NZ,SE,SZ 93- 92°C 38A 
13.3200.01 Corsa 1.4i Van eng.C14NZ,SE 93- 92°C 38A 
11.5200.01 Cresta -84 88°C 32 
11.5200.01 Firenza -84 88°C 32 
11.5200.01 Magnum -84 88°C 32 
02.0001.02 Monterey 3.1 Turbo Diesel eng.C4JG 93- 82°C 8A 
02.0001.02 Midi 1.8,2.0 85- 82°C 8A 
13.1200.01 88°C 38 
13.3200.01

Nova 1.0,1.2,1.2i,1.3,1.4 83-93 
92°C 38A 

13.1200.01 88°C 38 
13.3200.01

Nova 1.6i GTE,Gsi 88-93 
92°C 38A 

11.6200.01 Nova 1.5 Diesel  -89 88°C 32A 
13.1200.01 Rascal 970cc 86- 88°C 38 
11.5200.01 Royale 2.8 78-2/82 88°C 32 
11.1100.01 Royale 3.0 80-2/82 82°C 29 
13.3200.01 Vectra 1.6i 8V eng.C16SZR 95- 92°C 38A 
11.5200.01 Velox 62-72 88°C 32 
11.5200.01 Ventora 3.3 68-76 88°C 32 
11.5200.01 Viceroy 2.5 80-82 88°C 32 
11.5200.01 Victor FB,FC,FD,FE -76 88°C 32 
11.5200.01 Viscount 3.3 -70 88°C 32 
11.5200.01 Viva 1.1,1.2,1.3,1.6,1.8L,2.0,2.3 63-79 88°C 32 
11.5200.01 VX 4/90 1.6 FB,FC,FD; 2.3FE 62-79 88°C 32 
11.5200.01 VX 1800 1.8, VX2300 2.3 76-79 88°C 32 
02.0001.02 Vauxhall USA models -81 82°C 8A 
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VOLKSWAGEN

11.2100.01 Beetle 2.0i 16V eng. ABF 97- 88°C 29C 
11.2100.01 Cabriolet 1.8 85-93 88°C 29C 
11.2100.01 Caddy 1.5 eng.JB 8/82-7/83 88°C 29C 
11.2100.01 Caddy 1.6 eng.EW,HN,RE 8/83-7/92 88°C 29C 
11.2100.01 Caddy 1.6 Diesel eng.JK,ME,KY 8/82-7/92 88°C 29C 
11.2100.01 Caddy 1.8i eng. JH 8/85-7/92 88°C 29C 
11.2100.01 Caddy 1.9 SDi Diesel eng. AEY 92- 88°C 29C 
11.2100.01 Caddy 1.9 Turbo Diesel eng.1Z,AAZ,AFN 92- 88°C 29C 
11.2100.01 Corrado 1.8 G60 eng. PG 9/88- 88°C 29C 
11.2100.01 Corrado 1.8 16V eng. KR 9/88- 88°C 29C 
11.2100.01 Corrado 2.0 16V eng. ZE,9A 8/91- 88°C 29C 
11.2100.01 Dasher 1.8, 2.0 85- 88°C 29C 
11.2100.01 Dasher 1.6 Diesel 85- 88°C 29C 
11.1100.01 Dasher 74-84 82°C 29 
13.3200.01 Derby 0.9 eng.HA  1/79-9/81 92°C 38A 
13.1200.01 Derby 0.9 eng.HA 2/77-12/78 88°C 38 
13.3200.01 Derby 1.1 eng.HB,HD,HC  1/79-9/81 92°C 38A 
13.1200.01 Derby 1.1 eng.HB,HD,HC 2/77-12/78 88°C 38 
13.3200.01 Derby 1.3 eng.HH  1/79-9/81 92°C 38A 
13.1200.01 Derby 1.3 eng.HH  2/77-12/78 88°C 38 
13.3200.01 Derby II 1.0 eng.GL (052 121 113A) 10/81-84 92°C 38A 
13.3200.01 Derby II 1.1 eng.HB,HD  79-84 92°C 38A 
13.3200.01 Derby II 1.3 eng.HH,HJ,HK,GT,GK 

(052 121 113A) 
79-84 92°C 38A 

11.2100.01 Derby II 1.3 eng. MH,NZ 84-85 88°C 29C 
12.2100.01 Eurovan 2.5 - 5 cyl. 92-94 88°C 33B 
11.2100.01 Fox 1.8 87-93 88°C 29C 
13.1200.01 Golf I 1.1 eng.FA,GG  74-78 88°C 38 
13.3200.01 Golf I 1.1 eng.FJ,GG  78-83 92°C 38A 
13.3200.01 Golf I 1.3 eng.GF,HK  78-83 92°C 38A 
11.1100.01 Golf I 1.5 eng.JB 8/77-8/78 82°C 29 
11.2100.01 Golf I 1.5 eng.JB 78-83 88°C 29C 
11.1100.01 Golf I 1.5 Diesel eng.CK 8/77-8/78 82°C 29 
11.2100.01 Golf I 1.5 Diesel eng.CK 9/78-7/80 88°C 29C 
11.1100.01 Golf I 1.6 eng.EG,FP 2/76-8/78 82°C 29 
11.2100.01 Golf I 1.6 eng.EW.EZ,EG,EP,FP 78-83 88°C 29C 
11.1100.01 Golf I 1.6 Diesel eng.KY 76-78 82°C 29 
11.2100.01 Golf I 1.6 Diesel, Turbo Diesel 

eng.CR,CY,JK,KY,
78-83 88°C 29C 

11.2100.01 Golf I 1.8i eng.EV 78-83 88°C 29C 
11.2100.01 Golf I 1.8GTI eng.DX,JJ 8/82-12/83 88°C 29C 
11.2100.01 Golf I Cabrio 1.5 eng.JB 1/79-7/83 88°C 29C 
11.2100.01 Golf I Cabrio 1.6 eng.EW.EWA,EG 7/79-12/92 88°C 29C 
11.2100.01 Golf I Cabrio 1.8 eng.DX,EX,JH 8/82-8/93 88°C 29C 
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13.3200.01 Golf II 1.3 eng.2G,HK,MH,NZ  8/83-8/85 92°C 38A 
11.2100.01 Golf II 1.3 eng. 2G,HK,MH,NZ 9/85-12/92 88°C 29C 
11.1100.01 Golf II 1.3 eng.MH  85-91 82°C 29 
11.1100.01 Golf 1.3 Van eng.HK,HW  84-91 82°C 29 
11.2100.01 Golf II 1.6 eng.EW,EZ,EZA 83-91 88°C 29C 
11.2100.01 Golf II 1.6 Diesel, Turbo Diesel 

eng.JP,JR,KY,MF
83-91 88°C 29C 

11.2100.01 Golf II 1.8i, 1.8i 16V,GTI eng.EV,KT,RD 83-91 88°C 29C 
11.2100.01 Golf III 1.4 eng.ABD 11/91- 88°C 29C 
11.2100.01 Golf III 1.6, Variant, Cabrio eng.ABU,AEK 8/91- 88°C 29C 
11.2100.01 Golf III 1.8, Variant, Cabrio eng.AAM,ABS 91- 88°C 29C 

11.2100.01 Golf III 1.9 Diesel, Turbo Diesel, Variant 
eng.1Y,AAZ

91- 88°C 29C 

11.2100.01 Golf III 1.9 TDI, Variant, Cabrio eng.1Z 93- 88°C 29C 
11.2100.01 Golf III 2.0i 8V,16V, GTI, Variant, Cabrio 

eng.2E
91-97 88°C 29C 

11.2100.01 Golf IV 1.6i eng.AFT 97- 88°C 29C 
11.2100.01 Golf IV 1.8i 20V (inc. Turbo) eng.AAM, 

ACC, ADZ 
97- 88°C 29C 

11.2100.01 Golf IV 1.9 Di, Tdi Diesel eng.1Y, 1Z, AAZ, 
AEY, AFN 

97- 88°C 29C 

11.2100.01 Golf IV 2.0i 8V eng.AEP, AGG 97- 88°C 29C 
11.2100.01 Golf IV 2.3i VR5 eng. AGZ 97- 88°C 29C 
11.2100.01 Golf 1.6 Diesel Van eng. KY 84-91 88°C 29C 
11.2100.01 Golf 1.6 Turbo Diesel Van eng.KY 91- 88°C 29C 
11.2100.01 Golf 1.5, 1.6, 1.8 9/78-8/84 88°C 29C 
11.1100.01 Golf 1.5, 1.6, 1.8 -8/78 82°C 29 
11.2100.01 Golf Diesel 9/78- 88°C    29C 
11.1100.01 Golf Diesel -8/78 82°C 29 
11.1100.01 GTI 1.8, 2.0 87- 82°C 29 
11.1100.01 Iltis 1.7 eng.YX 79-8/84 82°C 29 
13.3200.01 Jetta 1.1, Formel E eng.GG  8/79-2/84 92°C 38A 
13.3200.01 Jetta 1.3 eng.GF 8/79-2/84 92°C 38A 
11.2100.01 Jetta 1.5 eng.JB 8/79-2/84 88°C 29C 
11.2100.01 Jetta 1.6, 1.6i eng.FR,EG 8/79-2/84 88°C 29C 
11.2100.01 Jetta 1.6 Diesel,TD eng.CR,CY,JK  8/79-12/83 88°C 29C 
11.2100.01 Jetta 1.8 eng.DX  8/79-2/84 88°C 29C 
13.3200.01 Jetta II 1.3 eng.GF,2G,HK,MH,NZ 1/84-8/85 92°C 38A 
11.2100.01 Jetta II 1.3 eng.GF,2G,HK,MH,NZ 1/84-7/92 88°C 29C 
11.1100.01 Jetta II 1.3 eng.GF 85-91 82°C 29 
11.2100.01 Jetta II 1.6 eng.EZ,EZA,ABN,PN,RF 9/85-7/92 88°C 29C 
11.2100.01 Jetta II 1.6 Diesel,TD eng.JK,1V, 

JP,JR,ME,MF,RA,SB
1/84-7/92 88°C 29C 

11.2100.01 Jetta II 1.8, 1.8i 8V eng.GU,EV,RH,PF, 
RP,PB,GX,1P  KT, RD

3/84-7/92 88°C 29C 
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11.2100.01 Jetta 1.8i 16V eng.KR, PL  84-92 88°C 29C 
11.1100.01 Jetta 1.5, 1.6, 1.7, 1.8  4 cyl. -8/78 82°C 29 
11.1100.01 K 70  82°C 29 
12.2100.01 LT 40,40A,45,Diesel,T.Diesel 9/83-2/87 88°C 33B 
11.2100.01 LT 28,31,35,40,45,50 2.0 81- 88°C 29C 
11.2100.01 LT 28D,31D,35D 2.0 Diesel 81- 88°C 29C 
12.1100.01 LT 28,31,35,40,45,50 2.4 eng.DL 12/82-7/92 82°C 33 
12.1100.01 LT 28D,31D,35D,40D,45D,50D

2.4 Diesel eng.CP 
1/79-11/82 82°C 33 

11.2100.01 LT 28D,31D,35D,40D,45D,50D
2.4 Diesel, Turbo Diesel eng.1G,1S 

8/88-8/92 88°C 29C 

12.1100.01 LT 28-50 2.4 Turbo Diesel eng.DV 12/82-7/92 82°C 33 
11.2100.01 LT 28 2.4 Diesel Bus eng.ACL 6/92- 88°C 29C 
13.3200.01 Passat I/II1.3 eng.ZA,FZ,FY,EP 

(052 121 113A) 
73-85 92°C 38A 

11.2100.01 Passat I/II 1.3 eng.EP,FZ (056 121 113D)  9/85-7/87 88°C 29C 
11.1100.01 Passat I/II 1.3 Variant eng.EP,FZ 

(030 121 113A/113B)
9/85-7/87 82°C 29 

11.2100.01 Passat I/II 1.5 eng.YJ,ZP (056 121 113D)  73-76 88°C 29C 
11.2100.01 Passat I/II1.5 Diesel eng.CK  77-81 88°C 29C 
11.2100.01 Passat I/II 1.6 eng.WN,YP,YS,DT,WV, 73-89 88°C 29C 
11.2100.01 Passat I/II 1.6 Diesel, Turbo Diesel 

eng.KY,CY,JK,RA,SB
80-89 88°C 29C 

11.2100.01 Passat I/II 1.8 eng.DS,DZ,JV,JN, RM  8/81-90 88°C 29C 
12.2100.01 Passat I/II 1.9 (5 cyl.) eng.WN  81-84 88°C 33B 
12.2100.01 Passat I/II 2.0 (5 cyl.) eng.HP,JS  73-88 88°C 33B 
12.2100.01 Passat I/II 2.2 eng.WE 2/82- 88°C 33B 
12.2100.01 Passat I/II 2.3 eng.KX,KV  7/86-4/88 88°C 33B 
11.2100.01 Passat III 1.6 eng.ABN,AEK,EZ,RF, 1F 2/88-9/93 88°C 29C 
11.2100.01 Passat III 1.6 Turbo Diesel eng.RA,SB 4/88-9/93 88°C 29C 
11.2100.01 Passat III 1.8 eng.PB,PF,PG,RP, AAM 4/88-9/93 88°C 29C 
11.2100.01 Passat III 1.8 16V eng.KR,PL 4/88-9/93 88°C 29C 
11.2100.01 Passat III 1.9 Diesel, Turbo Diesel TDi 

eng.1Y,1Z,AAZ
4/88-9/93 88°C 29C 

11.2100.01 Passat III 2.0i 8V (4 cyl.) eng.2E  88-96 88°C 29C 
11.2100.01 Passat III 2.0i 16V (4 cyl.) eng.9A  88-96 88°C 29C 
11.2100.01 Passat IV 1.6 eng. ABN,AEK,AFT 10/93- 88°C 29C 
11.5200.01 Passat IV 1.6i eng. ADP,AHL 96- 88°C 32 
11.2100.01 Passat IV 1.8 eng.AAM,ADZ,ABS 10/93- 88°C 29C 
14.1200.01 42
11.5200.01

Passat IV 1.8 eng. ADR,ADP,AEE,
AEB,AFY. 

96- 88°C 
32

11.5200.01 Passat (1996) 1.8i 20V Turbo 96- 88°C 32 
11.5200.01 Passat (1996) 1.8i 20V 96- 88°C 32 
11.2100.01 Passat IV 1.9 Diesel eng.1Y,  

Turbo Diesel eng.AAZ, 
TDi eng.1Z, AHU, AFX  

10/93- 88°C 29C 
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11.2100.01 Passat IV 2.0 eng.2E,ADY,AGG,ACY,AEP  10/93- 88°C 29C 
11.2100.01 Passat IV 2.0 16V eng.ABF   10/93- 88°C 29C 
11.2100.01 Passat (1996) 2.3i VR5 eng.AGZ  96- 88°C 29C 
13.1200.01 Polo(86) 0.9 eng.HA 75-78 88°C 38 
13.3200.01 Polo(86) 0.9 eng.HA 79-81 92°C 38A 
13.1200.01 Polo(86) 1.1 eng.HB,HC 75-78 88°C 38 
13.3200.01 Polo(86) 1.1 eng.HB,HC 1/79-9/81 92°C 38A 
13.1200.01 Polo(86) 1.3 eng.HH 4/74-7/79 88°C 38 
13.3200.01 Polo(86) 1.3 eng.HH 1/79-9/81 92°C 38A 
13.3200.01 Polo(86C) 1.0 eng.GL,HZ 10/81-8/84 92°C 38A 
13.1200.01 Polo(86C) 1.0 eng.HZ,GL 8/83-9/90 88°C 38 

11.1100.01 Polo(86C) 1.0 eng.AAK,AAU,ACM, GL,HZ 9/85-9/94 82°C 29 
11.2100.01 Polo 1.0 Van eng.GN  86- 88°C 29C 
13.3200.01 Polo(86C) 1.1 eng.HB,HC 10/81-7/83 92°C 38A 
13.3200.01 Polo(86C) 1.3 eng.GK,HH,HK,MH, NZ 8/82-8/85 92°C 38A 
11.1100.01 Polo(86C) 1.3 eng.2G,3F 9/85-9/94 82°C 29 
11.1100.01 Polo(86C) Coupe G40 1.3 eng.PY 9/85-9/94 82°C 29 
11.1100.01 Polo(86C) 1.3 Diesel eng.MN 8/86-6/90 82°C 29 
11.1100.01 Polo(86C) 1.4 Diesel eng.1W 10/90-9/94 82°C 29 
11.1100.01 Polo(6N) 45 1.0 eng.AEV (030 121 113A)  11/94- 82°C 29 
11.1100.01 Polo (6N) 55 1.3 eng.ADX  10/94- 82°C 29 
11.2100.01 Polo 1.6i eng.1F,AFT 5/96- 88°C 29C 
11.1100.01 Polo (6N) 1.9 Diesel eng.1Y,AEF,AGD  10/94- 82°C 29 
11.2100.01 Polo 1.9 SDi Diesel eng.DEY  1/97- 88°C 29C 
11.2100.01 Polo 1.9 Turbo Diesel eng.AHV  1/97- 88°C 29C 
11.2100.01 Quantum 1.6, 1.7, 1.8  4 cyl. 83-85 88°C 29C 
12.2100.01 Quantum 2.2 5 cyl. 83-88 88°C 33B 
11.1100.01 Rabbit 1.6, 1.7, 1.8, 2.0 83- 82°C 29 
13.3200.01 Santana 1.3 eng.EP 8/83-1/85 92°C 38A 
11.2100.01 Santana 1.6 eng.DT,WV,WVA,YP  81-85 88°C 29C 
11.2100.01 Santana 1.6 Diesel, Turbo Diesel 

eng.CR,CY,JK
81-85 88°C 29C 

11.2100.01 Santana 1.8 eng.DS.JV,JN  83-85 88°C 29C 
12.2100.01 Santana 1.9 (5 cyl.) eng.WN 81-83 88°C 33B 
12.2100.01 Santana 2.0 (5 cyl.) eng.HP,JS 83-85 88°C 33B 
13.1200.01 Scirocco 1.1 eng.FA,FJ 74-78 88°C 38 
13.3200.01 Scirocco 1.1 eng.FA 78-85 92°C 38A 
13.3200.01 Scirocco 1.3 eng.GF,HK 78-85 92°C 38A 
11.1100.01 Scirocco 1.5 eng.FV,JB  74-78 82°C 29 
11.2100.01 Scirocco 1.5 eng.EWA,JB  78-84 88°C 29C 
11.1100.01 Scirocco 1.6 eng.EG,FR  74-78 82°C 29 
11.2100.01 Scirocco 1.6 eng.EG,EW,EX,FR,HN  78-87 88°C 29C 
11.2100.01 Scirocco 1.8 eng.DX,EX,JJ,KT  74-91 88°C 29C 
11.2100.01 Scirocco 1.8i 16V eng.KR  85-91 88°C 29C 
11.1100.01 Sharan 1.9 Turbo Diesel eng.1Z  95- 82°C 29 
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11.1100.01 Sharan 2.0i eng.ADY  95- 82°C 29 
12.2100.01 Sharan 2.8i VR6 eng.AAA  95- 88°C 33B 
12.2100.01 Transporter III 1.6 eng.CT  5/79-12/82 88°C 33B 
12.2100.01 Transporter III 1.9 eng.DF,DG, DH,GW  8/82-7/92 88°C 33B 
12.2100.01 Transporter III 2.0 eng.CU,CV  5/79-12/82 88°C 33B 
12.2100.01 Transporter III 2.1 eng.DJ,MV, SS  8/85-7/92 88°C 33B 
11.2100.01 Transporter III 1.6 Diesel, Turbo Diesel 

eng.CS,JX (030 121 113A/B) 
81- 88°C 29C 

11.2100.01 Transporter III 1.6 Turbo Diesel eng. JX 
(068 121 113H) 

9/88-7/92 88°C 29C 

11.2100.01 Transporter III 1.7 Diesel eng.KY
(030 121 113A/B) 

81- 88°C 29C 

11.2100.01 Transporter III 1.7 Diesel eng.KY
(068 121 113H) 

6/89-7/92 88°C 29C 

12.2100.01 Transporter IV 2.0 eng.AAC  9/90- 88°C 33B 
12.2100.01 Transporter IV 2.5 eng.AAF 10/90- 88°C 33B 
12.1100.01 Transporter IV 1.9 Diesel eng.1X 10/90- 82°C 33 
12.1100.01 Transporter IV 1.9 Turbo Diesel eng.ABL 10/92- 82°C 33 
12.1100.01 Transporter IV 2.4 Diesel eng.AAB 9/90- 82°C 33 
11.2100.01 Transporter 1.9 Turbo Diesel eng.ABL (068 

121 113H) 
1/96- 88°C 29C 

11.2100.01 Transporter 2.0 eng.AAL (068 121 113H) 1/96- 88°C 29C 
12.2100.01 Transporter 2.4 Diesel eng.AAB 1/96- 88°C 33B 
12.2100.01 Transporter 2.5 TDI eng.ACU 1/96- 88°C 33B 
12.2100.01 Transporter 2.5 eng.ACU 1/96- 88°C 33B 
11.1100.01 Vanagon Diesel 1.6 82-84 82°C 29 
11.2100.01 Vento 1.4 eng.ABD,ADZ  11/91- 88°C 29C 
11.2100.01 Vento 1.6 eng.ABU,AEK  92- 88°C 29C 
11.2100.01 Vento 1.8i eng.AAM,ABS  11/91- 88°C 29C 
11.2100.01 Vento 1.9 Diesel eng.1Y 1/92- 88°C 29C 
11.2100.01 Vento 1.9 SDi eng.AEY 92- 88°C 29C 
11.2100.01 Vento 1.9 Turbo Diesel  eng. AAZ 10/94- 88°C 29C 
11.2100.01 Vento 1.9 Tdi eng.1Z 10/94- 88°C 29C 
11.2100.01 Vento 1.9 Tdi eng.AFN 10/95- 88°C 29C 
11.2100.01 Vento 2.0i 8V, 2.0i 16V  

eng.2E,ABF,ADY,AGG
92- 88°C 29C 

12.3100.01 Trucks : LT 40, LT 40 A, LT 45   
Diesel,Turbodiesel 

-8/83 88°C 34 

12.2100.01 Trucks: LT 40, LT 40 A, LT 45 
Diesel,Turbodiesel 

9/83-2/87 88°C 33B 

12.2100.01 Trucks: LT All 6 cyl.  88°C 33B 

VOLVO

12.2100.01 240 2.0 Diesel eng.D20 74-81 88°C 33B 
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12.2100.01 240 2.4 Diesel GL,GLE,Kombi GL, GLD 
eng.D24

1/82- 88°C 33B 

12.2100.01 242 2.4 Diesel eng.D24 11/78- 88°C 33B 
12.2100.01 244 2.4 Diesel GLD6 eng.D24 3/79-8/82 88°C 33B 
12.2100.01 245 2.4 Kombi Diesel GLD6 eng.D24 3/79-8/82 88°C 33B 
12.3100.01 260 (P264) 2.7 eng.B27E 8/74-7/82 88°C 34 
02.0001.02 340 1.6 Diesel eng.D16 84-91 80°C 42A 
14.2200.01 340 1.6 Diesel eng.F8M,D16 

(344.7030-2)
8/84-7/91 88°C 43 

14.2200.01 340 1.7 GL,GLE eng.B172K 85-91 88°C 43 
14.2200.01 340 Series 1.7 Diesel eng.B172 85-91 88°C 43 
14.2200.01 360 1.8 GLE 9/85- 88°C 43 
11.3200.01 360 1.6 Diesel DL (343.567-8) 9/85- 82°C 30 
14.2200.01 360 1.6 Diesel eng.D16 82-91 88°C 43 
14.2200.01 360 Series 2.0 Diesel eng.D20 82-91 88°C 43 
14.2200.01 440 1.7 GL,GLE,GLT,GLTi,Turbo, Gli 

eng.B18EP,B18F,B18FT, B18KP 
(344.7030-2)

89- 88°C 43 

14.2200.01 440 1.8i GL,GLE,GLT (344.7030-2) 7/91- 88°C 43 
12.8100.01 440 1.9 TD D19T 93-94 88°C 37 
14.2200.01 440 2.0i GLT (344.7030-2) 1/95- 88°C 43 
14.2220.01 460 1.7i GL,GLE,Turbo eng.B18FT 89- 88°C 43C 
14.2200.01 460 1.8i GL,GLE,GLT (344.7030-2) 7/91- 88°C 43 
14.2200.01 460 1.9 TD GLE,GLT (344.7030-2) 6/94- 88°C 43 
14.2200.01 460 2.0i GLT (344.7030-2) 1/95- 88°C 43 
11.3200.01 480 1.7 ES,Turbo (343.567-8)  10/86- 82°C 30 
14.2200.01 480 1.7 Turbo eng.B18FT 89- 88°C 43 
14.2200.01 540/V40 07/96- 88°C 43 
12.2100.01 740 2.3 Diesel GL, Kombi GL (273.728) 8/84- 88°C 33B 
12.2100.01 740 2.4 Diesel eng.D24T 86-91 88°C 33B 
12.2100.01 740 2.4 TD GLE, (273.728) 86-91 88°C 33B 
12.2100.01 740 2.4 Kombi TD GLE (273.728) 86- 88°C 33B 
12.2100.01 760 2.4 Turbo Diesel GLE, Kombi Turbo 

Diesel (273.728) 
-8/86 88°C 33B 

12.2100.01 760 2.4 Diesel, Turbo Diesel eng.D24T 83-91 88°C 33B 
12.3100.01 760 2.8 V6 eng.B280E/F 3/85-6/90 88°C 34 
12.2100.01 780 2.4 Diesel, Turbo Diesel eng.D24T 82-91 88°C 33B 
11.2100.01 850 2.0 Turbo eng.B5204F  91- 88°C 29C 
11.2100.01 850 2.3i T eng.B523T  93-96 88°C 29C 
11.2100.01 850 2.5 Turbo Diesel eng.D525T  96- 88°C 29C 
12.2100.01 940 2.4 Diesel eng.D24  90- 88°C 33B 
12.2100.01 940 2.4 Turbo Diesel eng. D24TiC 90- 88°C 33B 
12.2100.01 960 2.4 Diesel eng.D24  90- 88°C 33B 
12.2100.01 960 2.4 Turbo Diesel eng. D24TiC 90- 88°C 33B 
11.2100.01 C70 2.3i T eng.B523T  96- 88°C 29C 
11.2100.01 C70 2.5i T eng.B525T 96- 88°C 29C 



Numer  

Ref. Number
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 Draft
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11.2100.01 S40 1.6i 16V eng.B416S  1/97- 88°C 29C 

11.2100.01 S40 1.8i 16V eng.B4184S  10/95- 88°C 29C 

14.2200.01 S40 1.9 16V eng.D419T  7/96- 88°C 43 

14.2200.01 S40 1.9 Turbo Diesel eng.F8Q 96- 88°C 43 
11.2100.01 S40 1.9 TD cat. 1/97- 88°C 29C 
11.2100.01 S40 2.0i 16V eng.B4204S 96- 88°C 29C 
11.2100.01 S70 2.0i eng.B520S  96- 88°C 29C 
11.2100.01 S70 2.3i T eng.B523T 96- 88°C 29C 
11.2100.01 S70 2.5i S eng.B525S  96- 88°C 29C 
11.2100.01 S70 2.5i T eng.B525T  96- 88°C 29C 
12.2100.01 S70 2.5 Turbo Diesel eng.D525T 96- 88°C 33B 
12.2120.01 S80 2,5 Tdi  D5252T 98- 88°C 33D 
11.2100.01 S90 3.0i eng.B630S 96- 88°C 29C 
11.2100.01 V40 1.8i 16V eng.B4184S 96- 88°C 29C 
14.2200.01 V40 1.9 Turbo Diesel eng.F8Q 96- 88°C 43 
14.2200.01 V40 1.9 Turbo Diesel eng.D419T 6/96- 88°C 43 
11.2100.01 V40 1.9 TD cat. 1/97- 88°C 29C 
11.2100.01 V40 2.0i 16V eng.B4204S 96- 88°C 29C 
11.2100.01 V70 2.0i 16V eng.B520S  96- 88°C 29C 
11.2100.01 V70 2.3i T eng.B523T 96- 88°C 29C 
11.2100.01 V70 2.5 S eng.B525S 96- 88°C 29C 
11.2100.01 V70 2.5i T eng.B525T 96- 88°C 29C 
12.2100.01 V70 2.5 Turbo Diesel eng.D525T 96- 88°C 33B 
11.2100.01 V90 3.0i eng.B630S 96- 88°C 29C 
12.3100.01 Engines: B27,B28  88°C 34 
11.3200.01 Engines: D16  82°C 30 
12.2100.01 Engines: D20, D24, D24DT  88°C 33B 

WARTBURG

9132000356 353  80°C 5 
11.1100.01 W 1.3 eng. Volkswagen  82°C 29 
11.2100.01   88°C 29C 

ZASTAVA

11.5200.01 Yugo 45  88°C 32 
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 Draft
   Numb.
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CI�� GNIKI, SILNIKI - TRUCKS, ENGINES.

02.1000.01 Andoria:Leyland 4CT107, 6CT107  
(P2485613; 2.79.011) 

 82°C 11 

02.2000.01 Andoria: 4C90, 4CT90 
(2.79.018; 2485C090) 

 74°C 13 

02.2000.03 Andoria: 4C90, 4CT90  (2.79.020)  82°C 14 
09.0100.02 Andoria:Leyland SW266, SW400, 6C107 

(TF68; 2.79.003) 
 74°C 18 

TO-105 Andoria: 4CTi90-IBE, 4C90  105°C 57 
09.0100.03 Engines: 359, T359  (TF 68.80)  80°C 18A 
09.0100.11 Engines: TI 359 EJ   (0601.5020)  80°C 20 
12.4100.01 Man 26.240 HS,HAS 

Man 26.240 DF-TM,DF-M2,DF-KO 
 82°C 34A 

 Mielec: MD111E.1,  SW680/141/39    
 Mielec: SW680/17/1 12/94-   
 Mielec: SW680/101/4,9 1/92-   

PLM6322
Mielec: SW680/165, SW680/207, 
SW680/207/2,3.5.9

1/91-  
72°C 6

& Mielec: SW680/207/14,15,16 4/91-   
PLM6323 Mielec: SW680/207/23 1/95- 72°C 7 

 Mielec: SWT11/301/2 1/92-   
 Mielec: SWT11/301/3, SWT11/311, 

SWT11/311/4, SWT11/329/1, SWT11/343, 
SWT11/343, SWT11/345, SWT11/345/1 

   

02.0001.01 Ursus - Ferguson 2802, 2812, 3502, 3512, 
MF 231 (2485C022) 
(eng. 3250, 3250A, Perkins AD3.152) 

 82°C 8 

02.0001.02 Ursus - Ferguson 532, MF 261 
(2485C021) (eng. 4390, Perkins A4.236) 

 82°C 8A 

02.1000.01 Ursus - Ferguson 534, 1032, 1034, 4512, 
4514, 5312, 5314, 5714, 6012, 6014, 6612, 
6614, ZP-40 (UR 043011-2485613) 
(eng. 4390, 4390P, 4390A, 4390K, T4390, 
4410)

 82°C 11 

12.6100.01 Ursus C385 - 6 cyl.: 1222, 1224,  77°C 34B 
12.4100.01 1232, 1234, 1614, 1634, 1734  82°C 34A 
12.6200.01 Ursus C385 - 4 cyl.:  912, 914, 932, 934, 

1012, 1014, 1042, 1044 
 77°C 36 

16.6101.01 Ursus C360  82°C 50 
12.6100.01 Zetor - 6 cyl.  77°C 34B 
12.4100.01   82°C 34A 
12.6200.01 Zetor - 4 cyl.  77°C 36 
12.4100.01 Zetor: 8011, 8045, 12011, 12045  82°C 34A 
10.0500-01 Case  75°C 28 
16.5100-01 Podno��nik wid�áowy  80°C 58 
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46575242 70�aC/158�aF

�Q50

M12
58

�Q60

�Q
16

�Q32

�Q
10

�Q
16

�Q60

�Q32

�Q
16

�Q
10

�Q60

�Q32

Nr rys. Numer cz �
�� ci

1

Temp. otwacia Uwagi / NoteTermostat  / Thermostat

7696535

7722107

7759596

2

3

4

87�aC/188�aF

87�aC/188�aF

87�aC/188�aF

Draft No Ref. Number Working Start Temp.



Nr rys. Numer cz �
��ci Temp. otwacia Uwagi  / NoteTermostat  / Thermostat Draft No Ref. Number Working Start Temp.

02.0001.01

PLM 6322

27
,3

25
,5

�Q43

�Q67

9132000356
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02.0001.02 bez zaworu iglicowego

80�aC/176�aF

PLM 6323

5

6

7

8

72�aC/161�aF

72�aC/161�aF

82�aC/180�aF

8A 82�aC/180�aF

�Q67

46
,1

without jiggle pin

�Q��4

42
,8

42
,8

�Q48
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02.0113.01

02.0115.01�Q53.5

�Q54,5

80�aC/176�aF

Nr kol. Numer cz �
�� ci

9

Temp. otwacia Uwagi  / NoteTermostat  / Thermostat

10

11

12

82�aC/180�aF

82�aC/180�aF02.1000.01

42
,8

�Q60

20
,3

35

�Q28
�Q54

02.0114.01 88�aC/190�aF9A

�Q54

30
±0

,5

�Q28

20
,3

02.1100.01 88�aC/190�aF

Draft No Ref. Number Working Start Temp.
42

,8
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02.2000.01

02.2000.03

35
,5

03.0001.01

Draft No Ref. number

13

Working Start Temp. Uwagi  / NoteTermostat / Thermostat

14

15

16

74�aC/165�aF

82�aC/180�aF

82�aC/180�aF

�Q30
�Q56

36
,2

20
,3

20
,3

�Q30

�Q56

23
,8

36
,5

�Q52

�Q30

03.0001.0415A 74�aC/165�aF

03.0001.0515B 87�aC/188�aF

03.0002.0115C 85�aC/185�aF

14A 02.2100.01 82�aC/180�aF

bez zaworu iglicowego

otwór przep�áywowy

14B

14C

02.2110.01

02.2120.01

82�aC/180�aF

82�aC/180�aF

zawór wulkanizowany

bez zaworu iglicowego
zawór wulkanizowany

Numer cz �
��ci Temp. otwaciaNr kol.

without jiggle pin - with leak hole

rubber walve

without jiggle pin - rubber valve.

15

�Q56

13
,8

22
,9

14.6200.01 82�aC/180�aF

16A 14.6200.02 82�aC/180�aF

bez zaworu iglicowego

without jiggle pin 
bez  gumowej uszczelki

without rubber packing



Working Start Temp.Ref. NumberDraft No

�Q70
�Q35

09.0100.11

41
.4

�Q65

09.0100.03 80�aC/176�aF18A

�Q70

41
.4

09.0100.10

09.0100.02

03.1000.01 87�aC/188�aF

80�aC/176�aF

74�aC/165�aF

74�aC/165�aF

20

19

18

Termostat / Thetmostat Uwagi / NoteTemp. otwacia

17

Numer cz �
��ciNr kol.
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����
��

�C
���

���
���

����
�

42
,8

�Q
����
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Nr kol. Numer cz �
��ci

21C

Temp. otwacia Uwagi / NoteTermostat  / Thermostat

22

23

24

83�aC/181�aF

83�aC/181�aF

75�aC/167�aF

83�aC/181�aF

10.0100.24

�Q32
�Q

32

113,5
�Q32

10.0102.22�Q32

�Q
32

�Q32

113,5

10.0102.03

�Q32

�Q
32

�Q32

113,5

10.0110.02

113,5

�Q32

�Q32

�Q
32

24A

10.0110.21
85�aC/185�aF

21

21A

10.0100.21

10.0100.22
75�aC/167�aF

80�aC/176�aF

Draft No Working Start Temp.Ref. Number

21B
10.0100.23

70�aC/158�aF

10.0100.01

10.0100.02

10.0100.03

10.0100.04

10.0102.02

10.0102.23

10.0110.01

10.0110.22

Obudowa z mosi��dzu

Obudowa z PA6.6GF30

Obudowa z mosi��dzu

Obudowa z mosi��dzu

Obudowa z mosi��dzu

Obudowa z PA6.6GF30

Obudowa z PA6.6GF30

Obudowa z PA6.6GF30

Obudowa z mosi��dzu

Obudowa z PA6.6GF30

Obudowa z mosi��dzu

Obudowa z PA6.6GF30

Obudowa z mosi��dzu

Obudowa z mosi��dzu

Obudowa z PA6.6GF30

Obudowa z PA6.6GF30

The housing made of  PA6.6GF30

The housing made of  PA6.6GF30

The housing made of  PA6.6GF30

The housing made of  PA6.6GF30

The housing made of  PA6.6GF30

The housing made of  PA6.6GF30

The housing made of  PA6.6GF30

The housing made of  PA6.6GF30

The housing made of  brass

The housing made of  brass

The housing made of  brass

The housing made of  brass

The housing made of  brass

The housing made of  brass

The housing made of  brass

The housing made of  brass
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Nr kol. Numer cz �
�� ci

25A

Temp. otwacia Uwagi / NoteTermostat  / Thermostat

26B

27

28

70�aC/158�aF
10.0300.03

�Q32
�Q

32

�Q32
113,5

�Q20

10.0400.02

121

�Q
32

�Q32

�Q
32 75�aC/167�aF

10.0112.01
80�aC/176�aF

�Q32

�Q
32

�Q20

113,5

�Q
32

�Q10

25
10.0300.21

87�aC/188�aF

26 10.0400.01 87�aC/188�aF

Draft No Ref. Number Working Start Temp.

26A 10.0400.03 70�aC/158�aF

10.0300.01

10.0300.23

10.0112.21

121

�Q
32

�Q
32

�Q32
M14x1,5

10.0112.01 75�aC/167�aF

25B
10.0300.04

10.0300.24
85�aC/185�aF

26C 10.0400.04 80�aC/176�aF

Obudowa z mosi��dzu

Obudowa z mosi��dzu

Obudowa z PA6.6GF30

Obudowa z PA6.6GF30

Obudowa z mosi��dzu

Obudowa z PA6.6GF30

The haousing made of brass

The housing made of brass

The housing made of brass

The housing made of  PA6.6GF30

The housing made of  PA6.6GF30

The housing made of  PA6.6GF30

Obudowa z mosi��dzu
The housing made of brass

Obudowa z mosi��dzu

Obudowa z mosi��dzu
The housing mede of PA6.6GF30

The housing mede of PA6.6GF30
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Nr kol. Numer cz �
��ci

29

Temp. otwacia Uwagi  / NoteTermostat  / Thermostat

30

31

82�aC/180�aF

82�aC/180�aF

11.1100.01

11.1110.01 82�aC/180�aF29A

11.1120.01 82�aC/180�aF29B

bez zaworu iglicowego
zawór wulkanizowany

bez zaworu iglicowego

11.2100.01 88�aC/190�aF29C

11.2130.01 88�aC/190�aF

29D

bez zaworu iglicowego

11.2110.01 88�aC/190�aF

29E

bez zaworu iglicowego

11.2120.01 88�aC/190�aF

29G
zawór wulkanizowany

11.3200.01

30A 82�aC/180�aF11.3210.01
otwór przep�áywowy

11.4100.01

33

�Q28
�Q54

82�aC/180�aF

88�aC/190�aF11.3210.02
otwór przep�áywowy

29F 11.2100.02 80�aC/176�aF

Draft No Ref. Number Working Start Temp.

without jiggle pin

 rubber walve - without jiggle pin 

 without jiggle pin 

bez zaworu iglicowego
zawór wulkanizowany

 rubber walve - without jiggle pin 

 without jiggle pin 

rubber valve

with leak hole

with leak hole
30B

zawór wulkanizowany
rubber valve

42
,8

32

�Q��5

�Q��3,5

�Q��4

20
,3
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11.5200.01

12.1100.01

88�aC/190�aF

Nr kol. Numer cz �
�� ci

32

Temp. otwacia Uwagi  / NoteTermostat  / Thermostat

33

34

82�aC/180�aF

32A

12.3100.01 88�aC/190�aF

32B

bez zaworu iglicowego

zawór wulkanizowany

27
.4

�Q67

�Q35

25
.5

33A 80�aC/176�aF

33B 88�aC/190�aF

33C 88�aC/190�aF

12.1100.02

12.2100.01

12.2110.01

34A 12.4100.01 82�aC/180�aF

34B 12.6100.01 77�aC/170�aF

bez zaworu iglicowego

bez zaworu iglicowego

88�aC/190�aF

11.6200.01

11.6210.01

88�aC/190�aF

Draft No Ref. Number Working Start Temp.

without jiggle pin

bez zaworu iglicowego

rubber valve

without jiggle pin

bez zaworu iglicowego

without jiggle pin

bez zaworu iglicowego

without jiggle pin

without jiggle pin

without jiggle pin

���
����

�

�Q
����

�Q67

27
,4

25
,5

�Q43



Nr kol. Numer cz �
�� ci Uwagi  / NoteTermostat  / Thermostat Temp. otwacia
Draft No Ref. Number Working Start Temp.

Katalog 2010

35

36

37

38

12.8100.02
zawór wulkanizowany

82�aC/180�aF

37A

12.8100.01 88�aC/190�aF

26

�Q67

27
.4

�Q28

zawór wulkanizowany

37B

12.8110.01 82�aC/180�aF

82�aC/180�aF

12.6200.01 77�aC/170�aF

31

12.5100.01

�Q40

�Q67
27

.4

�Q67

46
.1

35A 80�aC/176�aF12.7100.01

bez zaworu iglicowego

13.1200.01 88�aC/190�aF

Str. 60

38A 13.3200.01 92�aC/198�aF

38D 13.1200.03
dwa otwory przep�áywowe

rubber valve

rubber valve

with two  leak holes

withaut jiggle pin

38B 13.3200.02 92�aC/198�aF otwór przep�áywowy
with leak hole

38C 13.1200.02 88�aC/190�aF

83�aC/181�aF

dwa otwory przep�áywowe
with two  leak holes

�Q
����

���
����

�



Nr kol. Numer cz �
�� ci

39

Temp. otwacia Uwagi  / NoteTermostat  / Thermostat

40

41

42

13.2200.01 80�aC/176�aF

82�aC/180�aF

13.6200.01

14.1200.01

88�aC/190�aF

88�aC/190�aF

13.4100.01

�Q48

34
.5

�Q28

20
.3

Str. 61Katalog 2010

42
Draft No Ref. Number Working Start Temp.

39A 13.2200.02 82�aC/180�aF

42A 14.1200.02 80�aC/176�aF

���
����

�

�Q�� 8

�Q
����

���
����

�

22
,9

�Q����



Uwagi  / NoteNr kol. Numer cz �
�� ciTermostat  / Thermostat Temp. otwacia
Draft No Ref. Number Working Start Temp.

Katalog 2010

43

46B

44

14.2200.01 88�aC/190�aF

87�aC/188�aF

14.2210.01 82�aC/180�aF

15.1200.03

�Q43.5

�Q52

Str. 62

zawór iglicowy

14.2220.01 88�aC/190�aF

43A

43C

46

46A

15.1200.01

15.1200.02 88�aC/190�aF

82�aC/180�aF

otwór przelewowy

zawór wulkanizowany

zawór wulkanizowany

43B 14.2210.02 88�aC/190�aF

rubber valve

rubber valve

with leak hole

jiggle pin

14.5200.01 88�aC/190�aF

45 14.6200.01 82�aC/180�aF

42
,8

�Q
��������

42
,8

42
,8

�Q����

���
�

���
����

�












